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Important
Information

Technical information

While every effort has been made in the
production of this catalogue to ensure the
accuracy of information, our products are
continually being revised and users should
confirm the up to date specification before
ordering. Due to constant improvement of
products presented in the catalogue, we can
make changes at any time and without notice.

Responsibility

It is the responsibility of the user to ensure
the fitness of hardware for the intended
purpose. We recommend assessment by
appropriate testing in the application and by
technical enquiry to our representatives.

Intellectual property

Titus Group owns the intellectual property
rights in its products worldwide whether

as trademarks, patents, intellectual, copyright,
designs, illustrations, drawings and the

‘know how’ contained in their design and
production. Titus Group respects the
equivalent rights in competitors and all

other relevant product design rights. To our
knowledge our products do not infringe any
intellectual property rights of competitors or
other parties. Titus Group takes infringements
of its rights seriously and will rigorously defend
these rights to the full extent of the law.

*Non preferred articles

All ltem numbers in the catalogue marked
with * are for non preferred items available on
extended delivery times.

Trademarks

Titus and Titusonic are registered trademarks
of Titus International Ltd. Lama is a
registered trademark of Titus d.o.o. Dekani,
WoodWelding is a registered trademark of
WW SA.
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Double Wall Drawer
Systems

Tekform drawer DW70 Tekform drawer DW145 Tekform drawer DW182

‘EasyFix’ front User friendly mounting Superior vertical and
panel connector . Intuitive installation instructions horizontal stability of rails
- Hand insertion - Easy assembly and disassembly - Smooth and silent operating
- Quarter turn lock of the drawer - Reliable drawer opening
- Repeatable assembly and and closing

disassembly possible - Improved drawer stability

in open position



Precise drawer alignment
- Tekform drawer provides a
+/- 1Tmm tolerance on drawer
bottom width
- Intuitive drawer front adjustment

Titus damper inside Quality certified
- Life-long reliable closing - By European specialized institutions
- Consistent damping at various
closing speeds
- ‘Confident Close’



Tekform Drawer
Product Guide
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For DW70 22
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Tekform Drawer
Information

Technical Guide

How to choose the
appropriate drawer
dimension?

Select Tekform drawer size based on

available cabinet space. Please refer to
the below chart with indicated minimum

space required in cabinet to choose
appropriate drawer system.

Tekform drawer nominal length (NL) in mm

NL 270 300 350 400 450 500 550
Tekform drawer Tekform drawer with inner
front
Min. height H Cabinet Min. height H Cabinet
required depth D required depth D
Tekform drawer : )
DW70 105mm NL+min 3mm 115mm NL+min 12mm
Tekform drawer : )
DW145 185mm NL+min 3mm 1983mm NL+min 12mm
Tekform drawer : )
DW182 224mm NL+min 3mm 224mm NL+min 12mm

L N

How to fix drawer sides
to the front panel?

fis

EasyFix’ front

or screw-in front connectors

- hand insertion

connector - quarter turn locking system
- expandable plastic dowel
- easy assembly and disassembly
of front panel
|

"
Screw-in front
connector

- reliable connection
- fixing with @3.5x15mm screw
(screws are not included)

s Tekforms

Tekform drawer is available with ‘EasyFix’

Front connector

T~

Front connector




Bottom panel and back
panel cutting dimensions

Back panel cutting

Dimensions of bottom and back
panel depends on:

Tekform drawer nominal length (NL) in mm

NL 270 300 350

Cabinet width

ECW: External cabinet width
ICW: Internal cabinet width
NL: Nominal length of drawer

Back panel height depends on the
selected drawer height

dimension
H back panel
DW70 68
DW145 151
DW182 183
Bottom panel cutting
dimensions
NL 270 300
L 260 290

NL= Tekform drawer nominal length (in mm)

- cabinet width

- nominal drawer length

- drawer height

400 450

A
Bottom panel -~ i

7

500 550
B
Back panel
T

\

B

ez !

l——1cw - 87 05

L icw-75 05

400 450
390 440

e

N

500 550

490 540

Tekforms
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Tekform Drawer

Information

Technical Guide

How to choose the
appropriate drawer runner
fixing positions?

Tekform drawer with
standard front

Tekform drawer with
inner front

Drawer fixing positions depend on the
choosen drawer front type.

When a standard drawer front is applied,
use the third hole on the drawer runner
to fix it.

When an inner drawer front is applied,
use the second hole on the drawer runner
for fixing.

front side
Vi ¥ ¥a
¥ ¥ ¥ =B

front side
Vv ¥ 7 oa
¥V ¥ B

Load capacity

Tekform drawer load capacity is 40 kg.

Expanded tolerances

o Tekforms

Tekform drawer provides expanded

tolerances in cabinet construction and

assures:

- precise drawer alignment

- smooth and silent operating

- Improved drawer stability in open
position

- Tekform drawer provides tolerance
of +/-1mm on botton width size,
da bo width size

Internal cabinet width
tolerance +/- 1mm



Adjustment needs to be done
on both sides of the drawer

9]
S
g
m v
<
Side adjusment Side adjustment is done through 2
the adjustment screw on the drawer
side.
%
+/- Tmm
Height adjustment Height adjustment is done through the

cam. Release first the locking screw and
tighten it back after the front is adjusted.

Tekform; 11



Tekform Drawer posiment e 0 o dore
Information

Depth adjustment Depth adjustment is done through the Please note: connecting bars can't be
connecting bar. used with the 8mm thick glass sides.

Bar length adjustment

+/- 2mm

12 Tekforms



Key Design Choices
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'ConfidentClose' Fast closing

(Cm— [ —

Late start of damping .

Quiet landing

|
o Lo

Titus hydraulic damper Titus hydraulic damper, designed and
produced in-house

- Reliable and consistent life-long
damping

- Smooth closing

- Damper's consistency over high volume
production runs assured

- 100% automated quality check

Damping action Even and smooth soft closing action Damping
- Soft and reliable closing force

.

Stroke

Flat damping curve shows the uniform action
produced during damper closing at a defined speed.

Tekform; 13



Tekform Drawer
DW70

. Rear
Decorative connector
Front Y > /Drawer
connector side

rawer

€%  runner

\ >
Cutting dimensions details

B
A _ Back panel

ECW: External cabinet width
ICW:Internal cabinet width
NL: Nominal length of drawer

B iss
L—— oW - 87 /08|
A L
L=NL-10
oW - 75 +-05 For further explanation - see page 9
>
7 4 sets

with Screw-in
front connector

with EasyFix
NL front connector

‘1

=
o
k5
g
£ :E @
§ Item number for a set Item number for a set = 151
270 650-8027 -+ 650-8327 - 150 180
300 650-8030 - 650-8330 - 150 180
350 650-8035 - 650-8335 - 150 180
400 650-8040 - 650-8340 - 150 180
450 650-8045 - 650-8345 - 150 180
500 650-8050 - 650-8350 - 150 180
550 650-8055 - 650-8355 - 150 180
Assembly instructions - see page 26
One set consists of
Drawer sides L 2 pcs
Drawer runner 2 pcs
*Front connectors 2 pcs
Rear connectors 2 pcs
Decorative covers 2 pcs
Mounting instructions 1 pc

14

Screws are not included
*Which front connector is included depends on the ordered item number



Drawer runner type
Load capacity
Minimal height space required
- Wooden back panel thickness
- Wooden bottom panel thickness

full extension
40 kg
105mm
16mm

16mm

L

Side
adjustment
+1/-1mm

For further explanation -

Height

adjustment

+2/-2mm

see page 11-12

Installation dimensions

Drawer runner fixing positions

Minimum space required for the
cabinet

37

L I

NL+min.3

Drilling dimensions for the front panel
EasyFix attachment

1

@‘TO 0.1

min. 56 32

Mounting dimensions for the back panel

—9

155

: 1
\ I [§Y)
1 | @
! ,’-1 =
: |OES
P ) B ,J‘i

375

Screw-in attachment

]

min. 56 32

] <]
<] <o

¥ s
37 224
192 9
NL=270 mm 932 e
2 gr
37 224
192
NL=300 mm

(=)
<

224

NL=350 mm

192

2]
<

224

NL=400 mm

192

[}
<

37

224

NL=450 mm

192

o
<

256

NL=500 mm

224 9

o
<

256

NL=550 mm

224

(o)
<

Chipboard screw
@3.5x15

Euroscrew
26.3x13

A trial mounting is always recommended.
For further information please contact your
Titus Group representative.
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Tekform Drawer
DW145 >

with EasyFix with Screw-in
NL front connector front connector

=
@
k5
g
£ :E @
§ Item number for a set Item number for a set = 151
270 650-8127 - 650-8827 - 150 180
Connecting bar m

. Rear
nr]\ector 300 650-8130 - 650-8830 - 150 180
D 350 650-8135 - 650-8835 -~ 150 180

Decorative
cover \ﬂ /
Drawer
Front 4 Side
comeclor 400 650-8140 - 650-8840 - 150 180
g 450 650-8145 - 650-8845 - 150 180
Drawer
runner § .
500 650-8150 - 650-8850 - 150 180
550 650-8155 - 650-8855 - 160 180
Assembly instructions - see page 36
Cutting dimensions details One set consists of
\
B Drawer sides 5 2 pcs
A _ Back panel
Bottom panel T
Drawer runner 2 pcs
Connecting bars 2 pcs
*Front connectors 2 pcs
ECW: External cabinet width
ICW:Internal cabinet width
NL: Nominal length of drawer
Rear connectors 2 pcs
t -
B 151 &
1w - 87 ¥05
A L Decorative covers 2 pcs
L=NL-10
For further explanation - see page 9 Mounting instructions 1 pc
l—_Icw-75 #0058
NN
» 4 sets
Screws are not included
*Which front connector is included depends on the ordered item number
16



Drawer runner type

Load capacity

Minimal height per drawer required
- Wooden back panel thickness
- Wooden bottom panel thickness

full extension
40 kg
185mm
16mm

16mm

%

Side Height
adjustment adjustment
+1/-1mm +2/-2mm
For further explanation - see page 11-12

Depth
adjustment
+/-2mm

Installation dimensions

Drawer runner fixing positions

Minimum space required for the
cabinet

37

min. 185

NL+min.3

Drilling dimensions for the front panel

EasyFix attachment Screw-in attachment

9 ©
> 11,@,& >
1
[N (=4 ol
[<o] = ©
= Q
c© co©
g L =

32 32 32 39

min16
33

] <]
<] <o

NL=270 mm 932

¥ s
37 224
192
37 224
192

NL=300 mm

(=)
<

224

192

NL=350 mm

2]
<

224

192

NL=400 mm

[}
<

37

224

192

NL=450 mm

o
<

256

224

NL=500 mm

o
<

256

NL=550

49

Chipboard screw
@3.5x15

Euroscrew
26.3x13

A trial mounting is always recommended.
For further information please contact your
Titus Group representative.

Tekforms
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Tekform Drawer
DW182 >

with EasyFix with Screw-in
NL front connector front connector

=

@

k5

g

£ :E @

§ Item number for a set Item number for a set = 151
270 650-8227 - 650-8927 150 180

Connecting bar\

Rear
°”“e°tor 300 650-8230 - 650-8930 - 150 180

]

Decorative 350 650-8235 - 650-8935 - 150 180
cover
Front Drawer 400 650-8240 - 650-8940 -3 150 180
connector side
/ 450 650-8245 - 650-8945 - 150 180
N
y %’/ Drawer 500 650-8250 - 650-8950 - 150 180
4 o
\ 7. 550 650-8255 - 650-8955 - 150 180
Assembly instructions - see page 36
One set consists of
Drawer sides ‘ 2 pcs
Cutting dimensions details
B
A _ Back panel
Bottom panel T Drawer runner 2 pcs
Connecting bars 2 pcs
*Front connectors 2 pcs
ECW: External cabinet width
ICW:Internal cabinet width
NL: Nominal length of drawer Rear connectors 2 pcs
B 1T88
'
<~ IowW - 87 05— Decorative covers 2 pcs
A L
L=NL-10
For further explanation - see page 9 Mounting instructions 1pc
. 1cw-75 08

§> 4 sets

Screws are not included
*Which front connector is included depends on the ordered item number

18



Drawer runner type full extension
Load capacity 40kg — = | \ /
Minimal height per drawer required 224mm
- Wooden back panel thickness 16mm
- Wooden bottom panel thickness 16mm Side Height Depth
adjustment adjustment adjustment
+1/-1mm +2/-2mm +/-2mm
For further explanation - see page 11-12

o
s
g
©
:
<
-

Installation dimensions Drawer runner fixing positions

Minimum space required for the
cabinet

37

] <]
<] <o
g
<
>

Chipboard screw
¥ B D @ 23.5x15

Euroscrew
w . 26.3x13

min. 224

NL+min.3 37 224
192 9
e : NL=270 mm | -2-32 -
Drilling dimensions for the front panel
EasyFix attachment Screw-in attachment Z gr
37 224
[ 192
NL=300 mm
< & 2
M2
o1, E#Q ~ 37 224
A © |d s © 192
£9 £8 NL=350 mm

212

s8]
N
™,
<t
©
8\
e}
N
™,

mn.32 o
o

47.5

2]
<

224

192

NL=400 mm

[}
<

37

224

192

NL=450 mm

o
<

256

224

NL=500 mm

o
<

256

224

NL=550 mm

(o)
<

A trial mounting is always recommended.
For further information please contact your

Titus Group representative.

Tekforms 19



Tekform Drawer
Industrial Packaging

NL
=
§ 3
g .
§ ltem number ;E) § g
Drawer runner left 270 660-8A27 - 040
300 660-8A30 -3 040
350 660-8A35 - 040
400 660-8A40 - 040
450 660-8A45 - 040
500 660-8A50 - 040
550 660-8A55 - 040
right 270 660-8B27 - 040
300 660-8B30 - 040
350 660-8B35 - 040
400 660-8B40 - 040
450 660-8B45 - 040
500 660-8B50 - 040
§> 14 pes 550 660-8B55 - 040
Drawer side left 270 650-8C27 - 150 180
300 650-8C30 -3 150 180
. 350 650-8C35 - 150 180
‘, 400 650-8C40 - 150 180
450 650-8C45 - 150 180
500 650-8C50 - 150 180
550 650-8C55 - 150 180
right 270 650-8D27 - 150 180
300 650-8D30 - 150 180
350 650-8D35 - 150 180
400 650-8D40 -3 150 180
450 650-8D45 - 150 180
500 650-8D50 - 150 180
§> 14 pes 550 650-8D55 - 150 180
Assembly instructions - see page 36

20

Installation dimensions and Drawer runner fixing

positions



- Drawer runner type full extension |
- Load capacity 40kg — = WV
- Minimal height per drawer required 224mm
- Wooden back panel thickness 16mm
- Wooden bottom panel thickness 16mm Side Height Depth
adjustment adjustment adjustment
+1/-1mm +2/-2mm +/-2mm
For further explanation - see page 11-12
)
H
o
NL E
(]
3
=
£
()
15
g
= Q
: 2 3
Z  ltem number = (5]
Side bar 270 650-8727 - 150 180
300 650-8730 --: 150 180
350 650-8735 - 150 180
400 650-8740 - 150 180
450 650-8745 - 150 180
500 650-8750 - 150 180
N .
&> 42 pairs 550 650-8755 - 150 180
Rear connectors for DW70 650-8901 - 150 180
for DW145 650-8902 - 150 180

/ for DW182 650-8903 - 150 180
o

§> 56 pairs

Front connectors Screw-in 650-8905 - 380

P - - EasyFix 650-8907 - 380
2 20 2 4~

EasyFix Screw-in

§> 400 pcs

Decorative cover Tekform by Titus 650-8904 - 350 380
neutral 650-8906 - 350 380

»

§> 3000 pcs

A trial mounting is always recommended.
For further information please contact your
Titus Group representative.

Tekforms 21



Inner Drawer Front
for Tekform Drawer DW70

y 3

ECW L
N
[5)
g
()
S
2 %
5 3
3 2
: : 5 8
(2] o
S, g & g 3
A = i ltem number = 15}
Inner drawer front, assembled 16 600 562  650-8501 -+ 511 512
m o 16 800 762 650-8502 - 511 512
: . 18 600 558 650-8498 - 511 512
18 800 758 650-8499 - 511 512
S . -
N7 20 pcs Made of aluminium and plastic
Front panel 600 650-8565 511 512
S 800 650-8566 511 512
3 = 900 650-8567 - 511 512
Cutting dimension= ICW-90 1000 650-8568 - 511 512
ICW - see page 23 1200 650-8569 -+ o111 512
Assembly details - see page 42
§> 20 pcs Made of aluminium
Front bracket set DW70 650-8912 - 350 380
(L+R)
Assembly details - see page 42
S
. b L) .
N\
Q) 40 sets Made of plastic and aluminium
Bottom panel support SN\
650-8908-350 §> 1000 pcs

22



Side Height
adjustment adjustment
+1/-1mm +2/-2mm

For further explanation - see page 11-12

Front bracket

Front panel

o
s
g
©
:
<
-

Installation dimensions Drawer runner fixing positions

Minimum space required for the cabinet

T oa

Chipboard screw
§ B bwe @ 23.5x15

37

] <]
<o o
<]

Euroscrew
w . 26.3x13

[ NL+min.12 A Use the second hole for runner fixing.

37 224
192

NL=270 mm

|

Cutting dimensions details ®
<

s}
(s}

37 224
192

NL=300 mm

[}
™
v("]

37 224
192 9

NL=350 mm

)
)
Se

37 224
192

NL=400 mm

ECW: External cabinet width =
ICW: Internal cabinet width
NL: Nominal length of drawer

s}
(s}

37 224
192 9

NL=450 mm

[}
[}
vt"}

37 256
224 o

NL=500 mm

o 1
< @
™

a7 256
224 9

NL=550 mm

(o2}
<

(%]
(s}

Tekforms 23



Inner Drawer Front
for Tekform Drawer DW145
With Extension Panel

ECW L
2
8
3
2 -
2 ke
5 3
3 E
5 8
]
3 & £ 3
= i Item number = G
Inner drawer front, assembled 16 600 562 650-8503 - 511 512
— M) 16 800 752 650-8504 - 511 512
0]
| R 2| 18 600 558 650-8515 - 511 512
//_ ‘ L 18 800 758 650-8516 511 512
4
NS
Q) 20 pcs Made of aluminium and plastic
Front panel 600 650-8565 - 511 512
§ 800 650-8566 - 511 512
L 900 650-8567 -+ 511 512
Cutting dimension= ICW-90 1000 650-8568 - 511 512
ICW - see page 25 1200 650-8569 - 511 512
Assembly details i see page 42
NS
Q) 20 pcs Made of aluminium
Front bracket (L+R) DW145 650-8913 350 380
5/'.¢ Assembly details ~# see page 42
o
§> 50 sets Made of plastic and aluminium
Extension panel 600  650-8590 -+ 511 512
~ 800 650-8591 - 511 512
L
900 650-8592 511 512
Cutting dimension= ICW-98
1000 650-8593 511 512
ICW -3 see page 25
1200 650-8594 511 512
\§, Assembly details ~# see page 42
\/ 20 pcs Made of aluminium
Bottom panel support SN
650-8908-350 Q»/ 1000 pes

24



%

Side Height Depth
adjustment adjustment adjustment
+1/-1mm +2/-2mm +/-2mm

For further explanation - see page 11-12

Front panel -— Front bracket

Extension panel

o
s
g
©
:
<
-

Installation dimensions Drawer runner fixing positions

Minimum space required for the cabinet

T oa

Chipboard screw
§ B bwe @ 23.5x15

] <]
<o o
<]

Euroscrew
w . 26.3x13

A Utilizzare il secondo foro per fissare la guida.

NL+min.12 37 224
192

NL=270 mm

|

Cutting dimensions details o
58

37 224
192

NL=300 mm

[}
™
v("]

37 224
192 9

NL=350 mm

)
)
Se

37 224
192

NL=400 mm

ECW: External cabinet width
ICW: Internal cabinet width =
NL: Nominal length of drawer

s}
(s}

37 224
192 9

NL=450 mm

[}
[}
vt"}

37 256
224 o

NL=500 mm

o 1
< @
™

a7 256
224 9

NL=550 mm

(o2}
<

(%]
(s}

Tekforms 25



Inner Drawer Front
for Tekform Drawer DW145
With Square Bar

26

ECW L
©
g
()
S
(] <
2 B
8 2
3 E
g g
3 8 2 3
= i Iltem number = G
Inner drawer front, assembled 16 600 562 650-8505 - 511 512
16 800 762 650-8506 511 512
" o 18 600 558 650-8517 511 512
S &
T 18 800 758 650-8518 511 512
. L
NS
§> 20 pcs Made of aluminium and plastic
Front panel 600 650-8565 - 511 512
3 800 650-8566 511 512
3 - 900  650-8567 - 511 512
1000 650-8568 511 512
Cutting dimension= ICW-90
ICW 3 see page 27 Ll ettt e Il 92
Assembly details i see page 42
S .
N7 20 pcs Made of aluminium
Front bracket (L+R) DW145 650-8914 - 350 380
Assembly details - see page 42
S5
NS
Q) 50 sets Made of plastic and aluminium
Square bar & 600 650-8600 - 511 512
I I < .
| 3 WL 800 650-8601 - 511 512
900 650-8602 511 512
Cutting dimension= ICW-92 1000 650-8603 - 511 512
(W see page 27 1200 650-8604 - 511 512
|
Assembly details - see page 42
S -
N7 50 pcs Made of aluminium
Bottom panel support SN\
650-8908-350 Q&/ 1000 pes



L —

Side Height Depth

adjustment adjustment adjustment

+1/-1mm +2/-2mm +/-2mm
Front panel Front bracket For further explanation - see page 11-12

Square bar

o
s
g
©
:
<
-

Installation dimensions Drawer runner fixing positions

Minimum space required for the cabinet

T oa
P! B Duww . Chipboard screw

@3.5x15

] <]
<o o
<]

[T . Euroscrew

26.3x13

A Use the second hole for runner fixing.

NL+min.12 37 204
192

NL=270 mm

Cutting dimensions details

37 224
192

NL=300 mm

[}
™
v("]

37 224
192 9

NL=350 mm

)
)
R

37 224
192

NL=400 mm

ECW: External cabinet width
ICW: Internal cabinet width =
NL: Nominal length of drawer

s}
(s}

37 224
192 9

NL=450 mm

[}
[}
vt"}

37 256
224 9

NL=500 mm

[} 1
< @
™

37 256
224 9

NL=550 mm

(o2}
<

(%]
(s}
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Inner Drawer Front
for Tekform Drawer DW182
With Extension Panel

ECW L
©
g
(]
S
2 %
5 s
3 2
5 2
(7] o
$¢ 3
3 g £ 3
= i Item number S 15}
Inner drawer front, assembled 16 600 562 650-8509 - 511 512
| __ - 16 800 762 650-8510 511 512
o 9 18 600 558 650-8521 511 512
(@] [aVY)
h 18 800 758 650-8522 - 511 512
| L
8
SN
§> 20 pcs Made of aluminium and plastic
Front panel 600 650-8565 511 512
800 650-8566 511 512
900 650-8567 511 512
o
2 1000 650-8568 - 511 512
L
1200 650-8569 511 512
Cutting dimension= ICW-90
Assembly details - see page 42
ICW -3 see page 29
S .
7 20 pcs Made of aluminium
Front bracket (L+R) DW182 650-8915 - 350 380
Assembly details - see page 42
4'/5
5 /-( /
NS
Q) 50 sets Made of plastic and aluminium
Extension panel 600 650-8610 - 511 512
800 650-8611 - 511 512
(a0}
= 900 650-8612 - 511 512
L
1000 650-8613 511 512
Cutting dimension= ICW-98 1200 650-8614 - 511 512
ICW -3 see page 29 _ .
Assembly details i see page 42
N
Q) 20 pcs Made of aluminium
Bottom panel support SN\
650-8908-350 §> 1000 pes

28



____€;>,

ﬁé%géggéiéééé?a
\ > ' Side Height Depth
&> adjustment adjustment adjustment
+1/-1mm +2/-2mm +/-2mm
Front panel Front bracket For further explanation - see page 11-12

Extension panel

o
s
g
©
:
<
-

Installation dimensions Drawer runner fixing positions

Minimum space required for the cabinet

¥ 7 oa

Chipboard screw
§ B bwe @ 23.5x15

] <]
<o o

Euroscrew
w . 26.3x13

min. 224

A Use the second hole for runner fixing.

37 224
192

NL=270 mm

|

[}
<

s}
(s}

37 224
192

NL=300 mm

[}
™
v("]

37 224
192 9

NL=350 mm

)
)
Se

37 224
192

ECW: External cabinet width _
ICW: Internal cabinet width NL=400 mm
NL: Nominal length of drawer

[}
s}
vt"}

37 224
192 9

NL=450 mm

[}
[}
vt"}

37 256
224 o

NL=500 mm

o 1
< @
™

a7 256
224 9

NL=550 mm

(o2}
<

(%]
(s}
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Inner Drawer Front
for Tekform Drawer DW182
With Square Bar

ECW L
©
g
()
S
2 %
8 2
3 E
5 2
(2] o
g 3
g 3 £ &
= i Iltem number = G
Inner drawer front, assembled 16 600 562 650-8511 - 511 512
L - 16 800 762 650-8512 511 512
‘ g 2 18 600 558 650-8523 - 511 512
| & N
18 800 758 650-8524 - 511 512
L
NS
§> 20 pcs Made of aluminium and plastic
Front panel 600 650-8565 -+ 511 512
3 800 650-8566 - 511 512
L 900 650-8567 511 512
1000 650-8568 - 511 512
Cutting dimension= ICW-90
1200 650-8569 - 511 512
ICW -3 see page 31
Assembly details i see page 42
NS
Q) 20 pcs Made of aluminium
Front bracket (L+R) DW182 650-8916 - 350 380
Assembly details -~ see page 42
NS
Q) 50 sets Made of plastic and aluminium
Square bar 600 650-8600 - 511 512
S 800 650-8601 - 511 512
L 900 650-8602 511 512
Cutting dimension= ICW-92 1000 650-8603 511 512
ICW -~ see page 31 1200 650-8604 -+ 511 512
\
Assembly details - see page 42
NN
Q) 50 pcs Made of aluminium
Bottom panel support SN\
650-8908-350 Q&/ 1000 pcs

30



%

Side Height Depth
adjustment adjustment adjustment
+1/-1mm +2/-2mm +/-2mm

For further explanation - see page 11-12

Front panel Front bracket

Square bar

o
s
g
©
:
<
-

Installation dimensions Drawer runner fixing positions

Minimum space required for the cabinet

T oa

Chipboard screw
§ B bwe @ 23.5x15

] <]
<o o
<]

Euroscrew
w . 26.3x13

A Use the second hole for runner fixing.

min. 224

NL+min.12 T 37 224
192

NL=270 mm
Cutting dimensions details

37 224
192

NL=300 mm

[}
™
v("]

37 224
192 9

NL=350 mm

)
)
Se

37 224
192

NL=400 mm
g |
ECW: External cabinet width
ICW: Internal cabinet width
NL: Nominal length of drawer 37 224
192 9
NL=450 mm
Q) gf |
37 256
224 9
NL=500 mm
o —
< ™
[s2]
37 256
224 9
NL=550 mm
[=2] (')7
~ [s2]
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Glass Sides 4mm

- 4mm glass sides must be applied with
drawer side bars
- Tempered glass for improved user safety
- Depth front adjustment through side bars enabled

NL
(7]
£ 8
5 (7] [))
2 3 2
P4 Item number [ = = (G]
For DW145 Glass side set = 270  650-8401 - 391 392
300 650-8402 - 391 392
3 350 650-8403 - 391 392
400 650-8404 - 391 392
450 650-8405 - 391 392
500 650-8406 - 391 392
Glass side 550 650-8407 - 391 392
Glass clip set 650-8484 - 350 380
,\ A Assembly instructions - see page 40
7 “
N/ Glass side set = 2 pcs
Glass clip Glass clip set = 2 pcs L + 2 pcs R
§> 10 sets (glass side)
50 sets (glass clip)  Made of tempered glass, glass clip made of plastic
For DW182 Glass side = 270  650-8427 - 391 392
300 650-8430 - 391 392
‘ <rI 350 650-8435 - 391 392
(&}
400 650-8440 - 391 392
450 650-8445 - 391 392
500 650-8450 - 391 392
550 650-8455 - 391 392
Glass side ‘
Glass clip set 650-8485 - 350 380
“ Assembly instructions - see page 40
N
” \' I
V E Glass side set = 2 pcs
\/ Glass clip set =2 pcs L + 2 pcs R
Glass clip

NS
§> 10 sets (glass side)

50 sets (glass clip) Made of tempered glass, glass clip made of plastic

a2 1ekforms



Glass Sides 8mm

- 8mm glass sides don't require side bars
- Tempered glass for improved user safety

)
H
o
NL -E
(<]
3
-
0
< 3
= [} (o2}
© ° ©
£ i £ & 3
Z Item number s = = 15
For DW145 Glass side set ~ 270  650-8460 - 391 392
B 300 650-8461 - 391 392
350 650-8462 - 391 392
400 650-8463 - 391 392
450 650-8464 - 391 392
500 650-8465 - 391 392
) 550 650-8466 - 391 392
Glass side Glass clip set 650-8488 - 350 380
\’/ - Assembly instructions - see page 41
T
\/ ,‘v' Glass side set = 2 pcs
/:'ﬁv Glass clip set = 2 pcs L + 2 pcs R
<-_ .
Glass clip
§> 10 sets (glass side)
50 sets (glass clip) Made of tempered glass, glass clip made of plastic
For DW182 V4 Glass side set =~ 270  650-8467 - 391 392
300 650-8468 - 391 392
350 650-8469 - 391 392
| " 400 650-8470 - 391 392
450 650-8471 - 391 392
500 650-8472 - 391 392
550 650-8473 - 391 392
Glass side
Glass clip set 650-8489 - 350 380

\/’ » ’/ Assembly instructions - see page 41
\ Glass side set = 2 pcs
‘ h,. Glass clip set =2 pcs L + 2 pcs R

Glass clip

§> 10 sets (glass side)

50 sets (glass clip) Made of tempered glass, glass clip made of plastic
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Drawer Storage System

ECW NL
=
kel
2
g £
g £ 5
9 £ = >
i (Z: Item number é 15
Drawer storage system max.800 400 650-8770 - 511 512
for DW145
max.800 450 650-8771 - 511 512
max.800 500 650-8772 - 511 512
max.800 550 650-8773 - 511 512
r' max.1200 400 650-8774 - 511 512
s max.1200 450 650-8775 - 511 512
\ o o
- l | max.1200 500 650-8776 - 511 512
/\* o max.1200 550 650-8777 -+ 511 512
1 / . * Available upon special request - see page 3
L One set consists of:
3 pcs longitudinal bars
2 pcs transversal bars
4 pcs bar fittings
6 pcs cross connections
NS
Q) 12 sets Made of aluminium and plastic
praver siorage system Divider 600 650-8706 - 511 512
800 650-8708 - 511 512
900 650-8709 - 511 512
1000 650-8710 - 511 512
\ 1200 650-8712 - 511 512
Divider
Riser 650-8703 - 350 380
Divider fitting 650-8704 - 350 380
f
|
| 7
|
Divider fitting Riser

§> 20 pes (divider)
50 sets (divider fitting L+R)
100 pcs (riser)

Made of aluminium and plastic
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Cutlery Tray

)
S
g
ECW EW -E
(]
3
[t
=
el
E
g £
9 k)
S H
T 2
§ g 2 7
i i Item number = 15
For 500mm drawer depth 400 303  650-8880 - 350 380
450 353  650-8881 - 350 380
500 403  650-8882 - 350 380
= 550 453  650-8883 - 350 380
= y 600 503  650-8884 - 350 380
/ 650 553  650-8885 - 350 380
\,- 700 603  650-8886 - 350 380
. 800 703 650-8887 -+ 350 380
900 803  650-8888 -+ 350 380
Cutting dimensions details
1000 903  650-8889 -+ 350 380

EW

472

ECW: External cabinet width Suitable fOr 76718mm
ICW: Internal cabinet width cabinet side thickness
NL: Nominal length of drawer

§> 5 pcs (650-8886, 650-8889)
10 pcs (650-8887, 650-8888)
20 pcs (650-8882, 650-8883, 650-8884, 650-8885)
25 pcs (650-8880, 650-8881)
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Assembly InStrUCtions A Screws are not included

Assembly Sequence

Connect the drawer sides to the bottom
panel (1) and fix it with screws (2)

' Chipboard screw
. @3.5x15

Insert the rear connector
vertically (3) and push it
downwards into recess in
the drawer side (4)

Insert the back panel (5)
and fix it with screws (6)

) Chipboard screw
. @3.5x15

s ITekforms



A Screws are not included

Insertion of Front Connectors

EasyFix

Insert the front connectors
into holes on the front panel

Turn the screws for 90°
into locked position

Front panel

7

Front connector

90° turn

Screw-in fixing

Use @3 x 15mm screws for fixing

Front panel

7

Front connector

. Chipboard screw
@3.5x15

Tekforms
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Assembly Instructions

Front Panel Mounting / Removal

Mounting

Attach the front panel to the drawer and
press to click

Removal

Rotate to disengage

sz lekform;



Drawer Insertion / Removal

Insertion

9]
S
o
©
:
<
et

Put the drawer horizontally
on the runners and push
towards the cabinet until

you hear the drawer is locked

Push to fully close

Removal

Press the button under a drawer
keep pressed to pull the drawer out

Press-up

Tekform; 39



Accessories Mounting

Mounting of Connecting Bars and Glass sides 4mm

Connecting bars
(for DW145 and DW182)

Glass sides 4mm

s Tekforms



Mounting of Glass Sides 8mm

Glass sides 8mm

Drilling dimension for
Glass sides 8mm

Back panel mounting
dimensions

Front panel drilling
dimensions

'EasyFix' front connector

Installation dimensions
for front panel

Tekform drawer DW145

~9

(2]
@
o
N
I ®
-
. o
g @
€
o
1) ©
S
S ©
1
holes for i
glass side
connector
11
holes for
‘EasyFix'

front connector

min. 56 32 32 32

min." 32" 32" 32

47.5

15.5
37.5%¢

102

Tekform drawer DW182

=1=9

|

min. 224
212

32,32, 64 32“8

6

33

min.

holes for
glass side
connector

holes for
'EasyFix"
front connector

1= -
I
L

min. 56 32 32 32

min. 32 32 32

47.5

15.5
37.5%¢
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Accessories Mounting

Assembly of Inner Drawer Front

DW70

DW145 and DW182
with bar

DW145 and DW182
with extension panel

sz Tekform;
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Titus Group

Titus focuses on the design, manufacture and Titus Group is owned and managed from its Quickfit technology

distribution of connectors, concealed hinges headquarters in United Kingdom. We are able to makes Titus the World leader
drawers and soft closing mechanisms in furniture provide products and services to every customer . K

and household appliances. around the world based on manufacturing in connectors for RTA furniture

facilities in Europe, North America, China, SE Asia,
Australia and New Zealand.

Titus established

Revolution in
particleboard Titus launches
panel processing concealed cabinet Titus USA . —
Vi connector office and Inovative Quickfit
productivity L1 .
manufacturing technology
established launched

Titusonic

ultrasound Merger with :

fastening Lama d.d. T!tus becomes I

technology Launch of TItUSJ‘r ' development and Acqusition of

Glissando .SpeCIa.hS.’[ — engineering Tekform, Australia

in precision
components’
engineering

Launch of

T-type full hinge

programme

s TUS



Vision

The world’s best engineering for
precision components

Mission

To provide manufacturers with
components’ solutions that improve
competitiveness

Die
casting

Titus Business
Philosophies
and Principles

- Gain total knowledge of our customers and

their markets

- Focus on identifying and creating high

volume component niches

- Meet our customers’ expectations with

global consistency

- Build long term associations with

customers, suppliers, colleagues and
shareholders

- Invest in the abilites of individuals at every

level

- Continuously enhance input efficiency and

sustainability

Assembly
systems

components

Furniture Hardware

- Cabinet connectors

- Concealed hinges

- Soft closing systems

- Drawers and drawer systems
- Kitchen accessories

- Furniture locks

- Decorative

Furniture Hardware

Components

- Dampers
- Precision components

Technologies

- Automation systems

- Precision castings

- Die cast technologies

- Tooling

- Ultrasound fastening technology
- FastFit technology

Titus 4



‘Totally Integrated Engineering’

Product Design Manufacturing Manufacturing
, Technologies Operations
Design and engineering of unique
t
%%rr?gg%i? :nd repeatable to improve productivity and product A wide array of technologies and
product quality quality services required for high volume
production of precision components

available in-house

e

oy »
Precision

Components

Moulding

P-acking

Manufacturing Operations

Fittings for purpose Innovations that Fast time-to-market
Unique product advantages for better value improve

for money and lower ‘total installed cost’ ) )
with less parts, less different parts, less

preparation actions, faster assembly

as  Titus



Quality

Continuous
Improvement

The Titus Group Mission, to improve
the competitiveness of our customers,
encourages us to continuously improve
our products, services, processes and
competencies of our employees.

Quality

We believe that the Titus Mission is
achieved most effectively through

the management of our design,
manufacturing and service activities

in conformance with the ISO 9001
standard for quality management.
Quality has a broad meaning for us: it is
our guide to the selection of materials,
work, processes, internal relations and
cooperation with partners.

e b Ccmnd KO e b e B i D W M AP
L rvamraes O s b s s | e (9o e e

anate
T

Products

Our integrated quality system produces
technically optimized products of high
quality. They are assessed regularly

in our own test labs as well as by
internationally renowned institutions,
such as LGA from Germany, CTBA from
Frawnce, FIRA from United Kingdom,
CATAS from Italy, AIDIMA from Spain,
and others.

FABEAC AN
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Global player
Worldwide design, manufacturing
and distribution capabilities

-xﬁg : o he

e 3e B Thaee

e " g5 :

Srhp X R -
; .

¥
iwurniture Fitting

i AN
. N 3 HES Trading (Shenzhen) Ltd.
Titus Tool Compa . 3 ¥,
~ ) 5 !
. 4T~ TitusPlus d.o.o. ﬁ\ /sy
gy 3 izacijadi0:0. 1 L -

Europe

TitusPlus d.o.o.
Dekani 5

SI-6271 Dekani
Slovenia

+386 566 90 213
+386 566 90 205 Fax
info@titusplus.com

Titus d.o.o. Dekani
Dekani 5

SI-6271 Dekani
Slovenia

+386 566 90 213
+386 566 90 205 Fax
info@titusplus.com

Titus Technologies

Lama Avtomatizacija d.o.o.
Dekani 5

SI-6271 Dekani

Slovenia

+386 566 90 432

+386 566 90 431 Fax
titustechnologies@titusplus.com

Titus Tool Company Ltd.

10 Blackburn Industrial Estate
Enterprise Way

Sherburn in EImet

LS256NA

United Kingdom

+44 1977682 582

+44 1977680 481 Fax
uk@titusplus.com

CRO-Lama

Rakitska 10a

Rakitje

HR-10437 Bestovje
Croatia

+385 1 3323 033
+385 1 33283 233 Fax
croatia@titusplus.com

Titus Polska Sp. z .0.

ul. Stefanskiego 17 A
PL-62-002 Suchy Las/Poznan
Poland

+4861 811 5402 Phone/Fax
+4861 811 5684 Phone/Fax
+4861 821 9362
poland@titusplus.com

so Titus

TitusPlus ltalia Srl

Via Aquileia 9

Frazione Olmi

31048 San Biagio di Callalta (TV)
+39 04 221 650 120

+39 04 221 650 136 Fax
italia@titusplus.com

TitusPlus Iberia SLU

C/ Gran Bretanya 34

08520 Les Franqueses del Valles
(Barcelona)

+34 938 715 404

+34 938 605 498 Fax
iberia@titusplus.com
www.titusplusiberia.com

America

Titus Tool Co. Inc.

2800 156th Avenue SE
Suite 135

Bellevue, WA 98007, USA
800 762 1616 toll free

+1 253 872 2829

+1 253 872 2827 Fax

Titus Tool Co. Inc.

220 Messner Drive
US-60090 Wheeling, USA
800 762 1616 toll free

+1 253 872 2829

+1 253 872 2827 Fax
usa@titusplus.com

Avstralia

Titus Tekform Pty Ltd

Unit 1, 41-43 Whyalla Place
Prestons NSW 2170
Australia

+61 2 9286 0007

+61 2 9826 0074 Fax
www.titustekform.com.au
info@titustekform.com.au

NZ Hardware Enterprises Ltd
34 Waipareira Avenue
Henderson

Auckland, New Zealand

+64 9 837 0886

+64 9 837 8003Fax

) \‘ Tli\ Tool Company Pte.
\ 6»4 .
N .- N
~~ _PT meorm Indonesia
v )

NZ Hardware
\
/0'

Asia

Titus Tool Co. Pte. Ltd.
5004 Ang Mo Kio Ave 5
Techplace Il #04-01
Singapore 569872
+656383 3922

+656383 3178 Fax
singapore@titusplus.com

Titus SZ Components limited

1st Floor, Building No.2,
Hengchangrong Hi-tech Industrial Park
128 Shangnan East Road

Hongtian, Shajing, Baoan District
Shenzhen, Guangdong Province

PRC 518125

Titus Tekform Indonesia, PT
Taman Tekno Blok L2 / 7

BSD Sektor XI - Tangerang 15314
Indonesia

T. +62 21 75873578

F. +62 21 75873574

Headquarters

Titus International Ltd

325 Euston Road

London

NW1 3AD, United Kingdom
info@titusplus.com

www.titusplus.com
info@titusplus.com
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Item number

Page

650-8027
650-8030
650-8035
650-8040
650-8045
650-8050
650-8055
650-8127
650-8130
650-8135
650-8140
650-8145
650-8150
650-8155
650-8227
650-8230
650-8235
650-8240
650-8245
650-8250
650-8255
650-8327
650-8330
650-8335
650-8340
650-8345
650-8350
650-8355
650-8401
650-8402
650-8403
650-8404
650-8405
650-8406
650-8407
650-8427
650-8430
650-8435
650-8440
650-8445
650-8450
650-8455
650-8460
650-8461
650-8462
650-8463
650-8464
650-8465
650-8466
650-8467
650-8468
650-8469

14
14
14
14
14
14
14
16
16
16
16
16
16
16
18
18
18
18
18
18
18
14
14
14
14
14
14
14
32
32
32
32
32
32
32
32
32
32
32
32
32
32
33
33
33
33
33
33
33
33
33
33

ltem number Page

650-8470
650-8471
650-8472
650-8473
650-8484
650-8485
650-8488
650-8489
650-8498
650-8499
650-8501
650-8502
650-8503
650-8504
650-8505
650-8506
650-8509
650-8510
650-8511
650-8512
650-8515
650-8516
650-8517
650-8518
650-8521
650-8522
650-8523
650-8524

650-8565

650-8566

650-8567

650-8568

650-8569

650-8590
650-8591
650-8592
650-8593
650-8594
650-8600
650-8601
650-8602
650-8603
650-8604
650-8610
650-8611
650-8612

33
33
33
33
32
32
33
33
22
22
22
22
24
24
26
26
28
28
30
30
24
24
26
26
28
28
30
30

22, 24,
26, 28,

22, 24,
26, 28,

22, 24,
26, 28,

22, 24,
26, 28,

22, 24,
26, 28,
30

24
24
24
24
24
26,30
26,30
26,30
26,30
26,30
28
28
28

Item number

Page

650-8613
650-8614
650-8703
650-8704
650-8706
650-8708
650-8709
650-8710
650-8712
650-8727
650-8730
650-8735
650-8740
650-8745
650-8750
650-8755
650-8770
650-8771
650-8772
650-8773
650-8774
650-8775
650-8776
650-8777
650-8827
650-8830
650-8835
650-8840
650-8845
650-8850
650-8855
650-8880
650-8881
650-8882
650-8883
650-8884
650-8885
650-8886
650-8887
650-8888
650-8889
650-8901
650-8902
650-8903
650-8904
650-8905
650-8906
650-8907
650-8912
650-8913
650-8914
650-8915

28
28
34
34
34
34
34
34
34
21
21
21
21
21
21
21
34
34
34
34
34
34
34
34
16
16
16
16
16
16
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35
35
35
35
35
35
35
35
35
35
21
21
21
21
21
21
21
20
24
26
28

Page

Cfem number——page |
650-8916 30
650-8927 18
650-8930 18
650-8935 18
650-8940 18
650-8945 18
650-8950 18
650-8955 18
650-8C27 20
650-8C30 20
650-8C35 20
650-8C40 20
650-8C45 20
650-8C50 20
650-8C55 20
650-8D27 20
650-8D30 20
650-8D35 20
650-8D40 20
650-8D45 20
650-8D50 20
650-8D55 20
660-8A27 20
660-8A30 20
660-8A35 20
660-8A40 20
660-8A45 20
660-8A50 20
660-8A55 20
660-8B27 20
660-8B30 20
660-8B35 20
660-8B40 20
660-8B45 20
660-8B50 20
660-8B55 20
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Your authorized dealer

Titus Group
www.titusplus.com

TekformDrawer 03.1 ENG Mar17




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (eciRGB v2)
  /CalCMYKProfile (ISO Coated v2 \050ECI\051)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.3
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo false
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 100
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 200
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 200
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 1.30
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 300
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 300
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<
    /ENU ([Based on '[Smallest File Size]'] Use these settings to create Adobe PDF documents best suited for on-screen display, e-mail, and the Internet.  Created PDF documents can be opened with Acrobat and Adobe Reader 6.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName (ISO Coated v2 \(ECI\))
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /ClipComplexRegions false
        /ConvertStrokesToOutlines true
        /ConvertTextToOutlines false
        /GradientResolution 144
        /LineArtTextResolution 288
        /PresetName ([Low Resolution])
        /PresetSelector /LowResolution
        /RasterVectorBalance 0.750000
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PageMarksFile /RomanDefault
      /PreserveEditing false
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice




