
Door Handle Sets for Residential Areas – Startec
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Door Handle Sets for Residential Areas – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 0170

Supplied with Door thickness
mm

Cat. No.

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Reducing sleeve, metal, 8/8.5 mm
1 Pair of handle roses
1 Pair of CB escutcheons
4 Chipboard screws 4 x 50 mm

35–42 903.81.862

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Reducing sleeve, metal, 8/8.5 mm
1 Pair of handle roses
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm

35–42 903.82.862

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Reducing sleeve, metal, 8/8.5 mm
1 Pair of handle roses
1 Pair of WC escutcheons with locking pin 6 mm
1 Reducing sleeve, plastic, 6/7 mm
1 Reducing sleeve, plastic, 6/8 mm
4 Chipboard screws 4 x 50 mm

35–42 903.83.862

> Area of application: For interior doors in residential 
areas

> Material: Stainless steel, 
substructure: Plastic

> Finish: Satin
> Bearing: Spring integrated in rose

Dimensional data not binding. We reserve the right to alter specifications without notice.
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ID 2051

AH 1.12 New products and systems



Door Handle Sets for Residential Areas – Startec
Stainless steel
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Door Handle Sets for Residential Areas – StartecStainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 0171

Supplied with Door thickness
mm

Cat. No.

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Reducing sleeve, metal, 8/8.5 mm
1 Pair of handle roses
1 Pair of CB escutcheons
4 Chipboard screws 4 x 50 mm

35–42 903.81.864

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Reducing sleeve, metal, 8/8.5 mm
1 Pair of handle roses
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm

35–42 903.82.864

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Reducing sleeve 8/8.5 mm
1 Pair of handle roses
1 Pair of WC escutcheons with locking pin 6 mm
1 Reducing sleeve, plastic, 6/7 mm
1 Reducing sleeve, plastic, 6/8 mm
4 Chipboard screws 4 x 50 mm

35–42 903.83.864

> Area of application: For interior doors in residential 
areas

> Material: Stainless steel, 
substructure: Plastic

> Finish: Satin
> Bearing: Spring integrated in rose

Dimensional data not binding. We reserve the right to alter specifications without notice.

09.01.2019
ID 2051

AH 1.13New products and systems



Door Handle Sets for Residential Areas – Startec
Stainless steel
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Door Handle Sets for Residential Areas – StartecStainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 0172

Supplied with Door thickness
mm

Cat. No.

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Reducing sleeve, metal, 8/8.5 mm
1 Pair of handle roses
1 Pair of CB escutcheons
4 Chipboard screws 4 x 50 mm

35–42 903.81.866

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Reducing sleeve, metal, 8/8.5 mm
1 Pair of handle roses
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm

35–42 903.82.866

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Reducing sleeve, metal, 8/8.5 mm
1 Pair of handle roses
1 Pair of WC escutcheons with locking pin 6 mm
1 Reducing sleeve, plastic, 6/7 mm
1 Reducing sleeve, plastic, 6/8 mm
4 Chipboard screws 4 x 50 mm

35–42 903.83.866

> Area of application: For interior doors in residential 
areas

> Material: Stainless steel, 
substructure: Plastic

> Finish: Satin
> Bearing: Spring integrated in rose

Dimensional data not binding. We reserve the right to alter specifications without notice.

09.01.2019
ID 2051

AH 1.14 New products and systems



Door Handle Sets Grade 2 – Startec
Stainless steel
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2166

Supplied with Door thickness
mm

Version Cat. No.

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.91.870

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.92.870

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons without indicator disc
1 Locking pin 8 x 62 mm
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.93.870

1 Lever handle aperture part
1 Door knob
1 Pair of handle roses
1 Convertor spindle 8 x 84 mm (square 62 mm)
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 Left 903.95.870
38–42 Right 903.96.870

Door handles ﾓAH 1.74

Window handles ﾓAH 1.104

> Material: Stainless steel, 
substructure: Plastic

> Finish: Satin
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – 0 0 3 0 B

Dimensional data not binding. We reserve the right to alter specifications without notice.

AH 1.15New products and systems
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Door Handle Sets Grade 2 – Startec
Stainless steel
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2169

Supplied with Door thickness
mm

Version Cat. No.

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.91.890

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.92.890

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with indicator disc
1 Locking pin 8 x 62 mm
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.93.890

1 Lever handle aperture part
1 Door knob
1 Pair of handle roses
1 Convertor spindle 8 x 84 mm (square 62 mm)
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 Left 903.95.890
38–42 Right 903.96.890

Door handles ﾓAH 1.74

Window handles ﾓAH 1.104

> Material: Stainless steel, 
substructure: Plastic

> Finish: Satin
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – 0 0 3 0 B

Dimensional data not binding. We reserve the right to alter specifications without notice.
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Door Handle Sets Grade 2 – Startec
Stainless steel
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2170

Supplied with Door 
thickness
mm

Satin Brass 
coloured, 
PVD coated

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of CB escutcheons
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–55 903.91.586 –

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of PC escutcheons
8 Chipboard screws 3.9 x 19 mm
4 Sleeve screws 4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–55 903.92.586 903.92.585

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of WC escutcheons with red/green indicator disc and 

emergency opening function (slot)
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–45 903.93.586 –

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of WC escutcheons with emergency opening function (slot)
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–45 903.94.586 903.93.585

Individual components ﾓAH 1.41

> Material: Stainless steel, 
substructure: Metal

> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – B 0 3 0 B

AH 1.17New products and systems
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Door Handle Sets Grade 2 – Startec
Stainless steel
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2170

Supplied with Door thickness
mm

Version Satin Polished

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of CB escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.91.140 903.91.141

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.92.140 903.92.141

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with indicator disc
1 Locking pin 8 x 62 mm
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.93.140 903.93.141

1 Lever handle aperture part
1 Door knob
1 Pair of handle roses
1 Convertor spindle 8 x 84 mm (square spindle 62 mm)
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 Left 903.95.140 903.95.141
38–42 Right 903.96.140 903.96.141

Door handles for projects ﾓAH 1.46

Door handles ﾓAH 1.74

Window handles ﾓAH 1.104

> Material: Stainless steel, 
substructure: Plastic

> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – 0 0 3 0 B

Dimensional data not binding. We reserve the right to alter specifications without notice.

AH 1.18 New products and systems
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Door Handle Sets for Residential Areas – Startec
Stainless steel
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Door Handle Sets for Residential AreasDoor Handle Sets for Residential Areas – StartecStainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2170

Supplied with Door thickness Cat. No.
mm

2 Lever handle aperture parts
1 Spindle 8 x 120 mm
1 Pair of handle roses
1 Pair of CB escutcheons
8 Chipboard screws 4.0 x 20 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 16 mm

38–52 903.91.143

2 Lever handle aperture parts
1 Spindle 8 x 120 mm
1 Pair of handle roses
1 Pair of PC escutcheons
8 Chipboard screws 4.0 x 20 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 16 mm

38–52 903.92.143

2 Lever handle aperture parts
1 Spindle 8 x 120 mm
1 Pair of handle roses
1 Pair of WC escutcheons with emergency opening function (slot)
1 Locking pin 6 mm
1 Reducing sleeve, plastic, 6/7 mm
1 Reducing sleeve, plastic, 6/8 mm
8 Chipboard screws 4.0 x 20 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 16 mm

38–52 903.93.143

> Material: Stainless steel, substructure: Metal
> Finish: Black, similar to RAL 9004, 

PVD coated
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – 0/B 0 4 0 B

Dimensional data not binding. We reserve the right to alter specifications without notice.

12.08.2019
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AH 1.18 A



www.hafele.com

27.03.2019
ID 2067

1.18 B



Door Handle Sets Grade 2 – Startec
Stainless steel
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Door Handle Sets Grade 2 – Startec Stainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2171

Individual components ﾓAH 1.41

> Material: Stainless steel,
substructure: Metal

> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – B 0 3 0 B

Supplied with Door 
thickness

Satin Polished Brass 
coloured, 
PVD coatedmm

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of CB escutcheons
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–55 903.91.556 903.91.557 –

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of PC escutcheons
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–55 903.92.556 903.92.557 903.92.558

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of WC escutcheons with red/green indicator
 disc and emergency opening function (slot)

8 Chipboard screws 3.9 x 19 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–45 903.93.556 903.93.557 –

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of WC escutcheons with emergency opening
 function (slot)

8 Chipboard screws 3.9 x 19 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–45 903.94.556 – 903.93.558

07.02.2019
ID 2084

AH 1.19New products and systems



Door Handle Sets Grade 2 – Startec
Stainless steel
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2171

Supplied with Door 
thickness
mm

Version Satin Polished Brass coloured, 
PVD coated

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.91.080 903.91.081 903.91.084

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.92.080 903.92.081 903.92.084

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with indicator disc
1 Locking pin 8 x 62 mm
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.93.080 903.93.081 903.93.084

1 Lever handle aperture part
1 Door knob
1 Pair of handle roses
1 Convertor spindle 8 x 84 mm (square 62 mm)
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 Left 903.95.080 903.95.081 903.95.084
38–42 Right 903.96.080 903.96.081 903.96.084

Door handles for projects ﾓAH 1.46

Door handles ﾓAH 1.74

Window handles ﾓAH 1.104

> Material: Stainless steel, 
substructure: Plastic

> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – 0 0 3 0 B

Dimensional data not binding. We reserve the right to alter specifications without notice.

AH 1.20 New products and systems

ah19_int_en_01_020.fm  Page 20  Tuesday, December 4, 2018  1:27 PM



Door Handle Sets Grade 2 – Startec
Stainless steel
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2171 Bicolor

Supplied with Door thickness
mm

Version Cat. No.

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.91.083

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.92.083

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with indicator disc
1 Locking pin 8 x 62 mm
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.93.083

1 Lever handle aperture part
1 Door knob
1 Pair of handle roses
1 Convertor spindle 8 x 84 mm (square 62 mm)
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 Left 903.95.083
38–42 Right 903.96.083

Door handles ﾓAH 1.74

Window handles ﾓAH 1.104

> Material: Stainless steel, 
substructure: Plastic

> Finish: Satin/polished
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – 0 0 3 0 B

Dimensional data not binding. We reserve the right to alter specifications without notice.

AH 1.21New products and systems

ah19_int_en_01_021.fm  Page 21  Tuesday, December 4, 2018  2:38 PM



Door Handle Sets for Residential Areas – Startec
Stainless steel
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Door Handle Sets for Residential AreasDoor Handle Sets for Residential Areas – StartecStainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2171

Supplied with Door thickness Cat. No.
mm

2 Lever handle aperture parts
1 Spindle 8 x 120 mm
1 Pair of handle roses
1 Pair of CB escutcheons
8 Chipboard screws 4.0 x 20 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 16 mm

38–52 903.91.103

2 Lever handle aperture parts
1 Spindle 8 x 120 mm
1 Pair of handle roses
1 Pair of PC escutcheons
8 Chipboard screws 4.0 x 20 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 16 mm

38–52 903.92.103

2 Lever handle aperture parts
1 Spindle 8 x 120 mm
1 Pair of handle roses
1 Pair of WC escutcheons with emergency opening function (slot)
1 Locking pin 6 mm
1 Reducing sleeve, plastic, 6/7 mm
1 Reducing sleeve, plastic, 6/8 mm
8 Chipboard screws 4.0 x 20 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 16 mm

38–52 903.93.103

> Material: Stainless steel, substructure: Metal
> Finish: Black, similar to RAL 9004, 

PVD coated
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – 0/B 0 4 0 B

Door handles for projects ﾓAH 1.67

Window handles ﾓAH 1.106

Dimensional data not binding. We reserve the right to alter specifications without notice.
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2172

Supplied with Door 
thickness
mm

Cat. No.

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of CB escutcheons
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–55 903.91.596

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of PC escutcheons
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws 4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–55 903.92.596

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of WC escutcheons with red/green indicator disc and emergency opening function 
 (slot)

8 Chipboard screws 3.9 x 19 mm
1 Locking pin 8 x 70 mm 
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–45 903.93.596

Individual components ﾓAH 1.41

> Material: Stainless steel, 
substructure: Metal

> Finish: Satin
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – B 0 3 0 B

AH 1.22 New products and systems
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2173

Supplied with Door 
thickness
mm

Cat. No.

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of CB escutcheons
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–55 903.91.576

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of PC escutcheons
8 Chipboard screws 3.9 x 19 mm
4 Sleeve screws 4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–55 903.92.576

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of WC escutcheons with red/green indicator disc and emergency opening function 
 (slot)

8 Chipboard screws 3.9 x 19 mm
1 Locking pin 8 x 70 mm 
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–45 903.93.576

Individual components ﾓAH 1.41

> Material: Stainless steel, 
substructure: Metal

> Finish: Satin
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – B 0 3 0 B

AH 1.23New products and systems

ah19_int_en_01_023.fm  Page 23  Tuesday, December 4, 2018  1:28 PM



Door Handle Sets Grade 2 – Startec
Stainless steel

1

D
G

H
-B

-IN
T 

20
19

, H
D

E-
en

, 1
2/

18
; D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r s
pe

ci
fic

at
io

ns
 w

ith
ou

t n
ot

ic
e.

www.hafele.com

f

g

Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2174

Supplied with Door 
thickness
mm

Cat. No.

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of CB escutcheons
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–55 903.91.666

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of PC escutcheons
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws 4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–55 903.92.666

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of WC escutcheons with red/green indicator disc and emergency opening function 
 (slot)

8 Chipboard screws 3.9 x 19 mm
1 Locking pin 8 x 70 mm 
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–45 903.93.666

Individual components ﾓAH 1.41

> Material: Stainless steel, 
substructure: Metal

> Finish: Satin
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – B 0 3 0 B

AH 1.24 New products and systems
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2176

Individual components ﾓAH 1.41

> Material: Stainless steel, 
substructure: Metal

> Finish: Satin
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – B 0 3 0 B

Supplied with Door 
thickness
mm

Satin
stainless 
steel

Brass coloured, 
PVD coated

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of CB escutcheons
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–55 903.91.616 –

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of PC escutcheons
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws 4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–55 903.92.616 903.92.589

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of WC escutcheons with red/green indicator disc and 

emergency opening function (slot)
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–45 903.93.616 –

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of WC escutcheons with emergency opening function (slot)
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–45 903.94.616 903.93.589

AH 1.25New products and systems
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Door Handle Sets for Residential AreasDoor Handle Sets for Residential Areas – StartecStainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2176

Supplied with Door thickness Cat. No.
mm

2 Lever handle aperture parts
1 Spindle 8 x 120 mm
1 Pair of handle roses
1 Pair of CB escutcheons
8 Chipboard screws 4.0 x 20 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 16 mm

38–52 903.91.283

2 Lever handle aperture parts
1 Spindle 8 x 120 mm
1 Pair of handle roses
1 Pair of PC escutcheons
8 Chipboard screws 4.0 x 20 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 16 mm

38–52 903.92.283

2 Lever handle aperture parts
1 Spindle 8 x 120 mm
1 Pair of handle roses
1 Pair of WC escutcheons with emergency opening function (slot)
1 Locking pin 6 mm
1 Reducing sleeve, plastic, 6/7 mm
1 Reducing sleeve, plastic, 6/8 mm
8 Chipboard screws 4.0 x 20 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 16 mm

38–52 903.93.283

> Material: Stainless steel, substructure: Metal
> Finish: Black, similar to RAL 9004, 

PVD coated
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – 0/B 0 4 0 B
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2178

Supplied with Door 
thickness

Cat. No.

mm
2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of CB escutcheons
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–55 903.91.636

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of PC escutcheons
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws 4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–55 903.92.636

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of WC escutcheons with red/green indicator disc and 
 emergency opening function (slot)

8 Chipboard screws 3.9 x 19 mm
1 Locking pin 8 x 70 mm 
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–45 903.93.636

Individual components ﾓAH 1.41

> Material: Stainless steel, 
substructure: Metal

> Finish: Satin
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – B 0 3 0 B

AH 1.26 New products and systems
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2179

Supplied with Door 
thickness

Cat. No.

mm

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of CB escutcheons
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–55 903.91.686

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of PC escutcheons
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws 4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–55 903.92.686

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of WC escutcheons with red/green indicator disc and 
 emergency opening function (slot)

8 Chipboard screws 3.9 x 19 mm
1 Locking pin 8 x 70 mm 
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–45 903.93.686

Individual components ﾓAH 1.41

> Material: Stainless steel, 
substructure: Metal

> Finish: Satin
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – B 0 3 0 B

AH 1.27New products and systems
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2180

Supplied with Door 
thickness

Cat. No.

mm

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of CB escutcheons
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–55 903.91.696

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of PC escutcheons
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws 4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–55 903.92.696

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of WC escutcheons with red/green indicator disc and 
 emergency opening function (slot)

8 Chipboard screws 3.9 x 19 mm
1 Locking pin 8 x 70 mm 
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–45 903.93.696

Individual components ﾓAH 1.41

> Material: Stainless steel, 
substructure: Metal

> Finish: Polished/satin
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – B 0 3 0 B

AH 1.28 New products and systems
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2181

Supplied with Door 
thickness

Cat. No.

mm

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of CB escutcheons
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–55 903.91.646

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of PC escutcheons
8 Chipboard screws 3.9 x 19 mm
4 Threaded screws 4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–55 903.92.646

2 Lever handle aperture parts
1 Spindle 8 x 100 mm
1 Pair of handle roses
1 Pair of WC escutcheons with red/green indicator disc and 
 emergency opening function (slot)

8 Chipboard screws 3.9 x 19 mm
1 Locking pin 8 x 70 mm 
4 Threaded screws M4 x 65 mm, can be shortened
4 Sleeves with internal thread M4 x 17 mm

38–45 903.93.646

Individual components ﾓAH 1.41

> Material: Stainless steel, 
substructure: Metal

> Finish: Satin
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – B 0 3 0 B

AH 1.29New products and systems

ah19_int_en_01_029.fm  Page 29  Tuesday, December 4, 2018  1:30 PM



Door Handle Sets Grade 2 – Startec
Stainless steel

1

D
G

H
-B

-IN
T 

20
19

, H
D

E-
en

, 1
2/

18
; D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r s
pe

ci
fic

at
io

ns
 w

ith
ou

t n
ot

ic
e.

www.hafele.com

f

h

Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2181

Supplied with Door thickness
mm

Version Cat. No.

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.81.130

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.82.130

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with indicator disc
1 Locking pin 8 x 62 mm
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.83.130

1 Lever handle aperture part
1 Door knob
1 Pair of handle roses
1 Convertor spindle 8 x 84 mm (square 62 mm)
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 Left 903.85.130
38–42 Right 903.86.130

Door handles ﾓAH 1.74

Window handles ﾓAH 1.104

> Material: Stainless steel, 
substructure: Plastic

> Finish: Satin
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – 0 0 3 0 B

Dimensional data not binding. We reserve the right to alter specifications without notice.

AH 1.30 New products and systems
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2184

Supplied with Door thickness
mm

Version Cat. No.

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.91.300

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.92.300

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with indicator disc
1 Locking pin 8 x 62 mm
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.93.300

1 Lever handle aperture part
1 Door knob
1 Pair of handle roses
1 Convertor spindle 8 x 84 mm (square 62 mm)
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 Left 903.95.300
38–42 Right 903.96.300

Door handles ﾓAH 1.74

Window handles ﾓAH 1.104

> Material: Stainless steel, 
substructure: Plastic

> Finish: Satin
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – 0 0 3 0 B

Dimensional data not binding. We reserve the right to alter specifications without notice.
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2186

Supplied with Door thickness Version Cat. No.
mm

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.81.150

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.82.150

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons without indicator disc
1 Locking pin 8 x 62 mm
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.83.150

1 Lever handle aperture part
1 Door knob
1 Pair of handle roses
1 Convertor spindle 8 x 84 mm (square 62 mm)
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 Left 903.85.150
38–42 Right 903.86.150

Door handles ﾓAH 1.74

Window handles ﾓAH 1.104

> Material: Stainless steel, 
substructure: Plastic

> Finish: Satin
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – 0 0 3 0 B

Dimensional data not binding. We reserve the right to alter specifications without notice.
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Door Handle Sets Grade 2 – Startec
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2187

Supplied with Door thickness
mm

Version Cat. No.

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.81.070

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.82.070

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons without indicator disc
1 Locking pin 8 x 62 m
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.83.070

1 Lever handle aperture part
1 Door knob
1 Pair of handle roses
1 Convertor spindle 8 x 84 mm (square 62 mm)
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 Left 903.85.070
38–42 Right 903.86.070

Door handles ﾓAH 1.74

Window handles ﾓAH 1.104

> Material: Stainless steel, 
substructure: Plastic

> Finish: Satin
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – 0 0 3 0 B

Dimensional data not binding. We reserve the right to alter specifications without notice.
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Door Handle Sets Grade 2 – Startec
Stainless steel
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2188

Supplied with Door thickness
mm

Version Satin Polished

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.81.210 903.81.211

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.82.210 903.82.211

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with indicator disc
1 Locking pin 8 x 62 mm
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.83.210 903.83.211

1 Lever handle aperture part
1 Door knob
1 Pair of handle roses
1 Convertor spindle 8 x 84 mm (square 62 mm)
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 Left 903.85.210 903.85.211
38–42 Right 903.86.210 903.86.211

Door handles ﾓAH 1.74

Window handles ﾓAH 1.104

> Material: Stainless steel, 
substructure: Plastic

> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – 0 0 3 0 B

Dimensional data not binding. We reserve the right to alter specifications without notice.
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Door Handle Sets Grade 2 – Startec
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2189

Supplied with Door thickness
mm

Version Cat. No.

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.91.360

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.92.360

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with indicator disc
1 Locking pin 8 x 62 mm
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.93.360

1 Lever handle aperture part
1 Door knob
1 Pair of handle roses
1 Convertor spindle 8 x 84 mm (square 62 mm)
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 Left 903.95.360
38–42 Right 903.96.360

Door handles ﾓAH 1.74

Window handles ﾓAH 1.104

> Material: Stainless steel, 
substructure: Plastic

> Finish: Satin
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – 0 0 3 0 B

Dimensional data not binding. We reserve the right to alter specifications without notice.
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Door Handle Sets Grade 2 – Startec
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2190

Supplied with Door thickness
mm

Version Satin Brass coloured, 
PVD coated

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.91.760 903.91.764

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.92.760 903.92.764

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with indicator disc
1 Locking pin 8 x 62 mm
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.93.760 903.93.764

1 Lever handle aperture part
1 Door knob
1 Pair of handle roses
1 Convertor spindle 8 x 84 mm (square 62 mm)
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 Left 903.95.760 903.95.764
38–42 Right 903.96.760 903.96.764

Door handles ﾓAH 1.74

Window handles ﾓAH 1.104

> Material: Stainless steel, 
substructure: Plastic

> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – 0 0 3 0 B

Dimensional data not binding. We reserve the right to alter specifications without notice.
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2193

Supplied with Door thickness
mm

Version Cat. No.

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.81.264

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.82.264

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with indicator disc
1 Locking pin 8 x 62 mm
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.83.264

1 Lever handle aperture part
1 Door knob
1 Pair of handle roses
1 Convertor spindle 8 x 84 mm (square 62 mm)
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 Left 903.85.264
38–42 Right 903.86.264

Door handles ﾓAH 1.74

Window handles ﾓAH 1.104

> Material: Stainless steel, 
substructure: Plastic

> Finish: Polished brass coloured, PVD coated
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – 0 0 3 0 B

Dimensional data not binding. We reserve the right to alter specifications without notice.
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Door Handle Sets Grade 2 – Startec
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2194 Bicolor

Supplied with Door thickness
mm

Version Cat. No.

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.81.163

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.82.163

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with indicator disc
1 Locking pin 8 x 62 mm
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.83.163

1 Lever handle aperture part
1 Door knob
1 Pair of handle roses
1 Convertor spindle 8 x 84 mm (square 62 mm)
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 Left 903.85.163
38–42 Right 903.86.163

Door handles ﾓAH 1.74

Window handles ﾓAH 1.104

> Material: Stainless steel, 
substructure: Plastic

> Finish: Satin/polished
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – 0 0 3 0 B

Dimensional data not binding. We reserve the right to alter specifications without notice.
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2195 Bicolor

Supplied with Door thickness
mm

Version Cat. No.

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.81.083

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.82.083

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons without indicator disc
1 Locking pin 8 x 62 mm
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.83.083

1 Lever handle aperture part
1 Door knob
1 Pair of handle roses
1 Convertor spindle 8 x 84 mm (square 62 mm)
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 Left 903.85.083
38–42 Right 903.86.083

Door handles ﾓAH 1.74

Window handles ﾓAH 1.104

> Material: Stainless steel, 
substructure: Plastic

> Finish: Satin/polished
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – 0 0 3 0 B

Dimensional data not binding. We reserve the right to alter specifications without notice.
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Door Handle Sets Grade 2 – Startec
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 2196

Supplied with Door thickness
mm

Version Cat. No.

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.81.190

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.82.190

2 Lever handle aperture parts
1 Pair of handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons without indicator disc
1 Locking pin 8 x 62 mm
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 – 903.83.190

1 Lever handle aperture part
1 Door knob
1 Pair of handle roses
1 Convertor spindle 8 x 84 mm (square 62 mm)
1 Pair of PC escutcheons
4 Chipboard screws 4 x 50 mm
8 Chipboard screws 3.9 x 19 mm

38–42 Left 903.85.190
38–42 Right 903.86.190

Door handles ﾓAH 1.74

Window handles ﾓAH 1.104

> Material: Stainless steel, 
substructure: Plastic

> Finish: Satin
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 2 6 – 0 0 3 0 B

Dimensional data not binding. We reserve the right to alter specifications without notice.

AH 1.40 New products and systems

ah19_int_en_01_040.fm  Page 40  Tuesday, December 4, 2018  2:22 PM



Door Handle Sets Grade 2 – Startec
Stainless steel
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDK 214 Door knob

Model LDK 211 Door knob

Model LDK 213 Door knob

Model LDK 212 Door knob 

Supplied with
1 knob
1 convertor spindle

Supplied with
1 knob
1 convertor spindle

Supplied with
1 knob
1 convertor spindle

Supplied with
1 knob
1 convertor spindle

Material Satin Polished Polished 
brass coloured, 
PVD coated

Stainless steel
substructure: Plastic

903.70.180 903.70.181 903.70.184

Material Satin Polished Polished 
brass coloured, 
PVD coated

Stainless steel
substructure: Plastic

903.70.150 903.70.151 903.70.154

Material Satin Polished Polished 
brass coloured, 
PVD coated

Stainless steel 903.70.170 903.70.171 903.70.174

Material Satin Polished Polished
brass coloured, 
PVD coated

Stainless steel
substructure: Plastic

903.70.160 903.70.161 903.70.164

Dimensional data not binding. We reserve the right to alter specifications without notice.
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Door Handle Sets Grade 2 – Startec
Stainless steel
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

Model LDK 213 Door knob

Model EHK-HL18 Door knob

Supplied with
1 knob
1 convertor spindle

Supplied with
1 knob
1 convertor spindle

> Material: Stainless steel, 
substructure: Steel

Dimenisions
mm

For door thickness
mm

Satin Polished

54 x 54 38–65 903.70.124 903.70.125

> Material: Stainless steel, 
substructure: Steel

Dimenisions
mm

For door thickness
mm

Satin

54 38–65 903.70.126

AH 1.42 New products and systems
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Door Handle Sets – Startec
Mounting accessories
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Door Handle Sets – StartecMounting accessoriesPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Square spindles
→ Spindle 8 mm

→ Convertor spindle 8 mm, M12

→ Convertor spindle 8/10 mm, M12

→ Convertor spindle 8 mm

→ Convertor spindle 8/10 mm

Installation

Length L Cat. No.
mm
96 909.46.025
100 909.46.028
105 909.46.030
110 909.46.031
130 909.46.035

Length L Cat. No.
mm
80 909.46.040
89 909.46.041
99 909.46.042
125 909.46.043

Spindle length Cat. No.
mm
103 909.46.050

> Area of application: For one-sided 
installation on doors

Dim. X Spindle length Cat. No.
mm mm
11.5–16.5 60 909.46.106
17.0–22.0 71 909.46.107
22.5–27.5 82 909.46.108

> Area of application: For one-sided 
installation on doors

Dim. X Spindle length Cat. No.
mm mm
11.5–16.5 60 909.46.116
17.0–22.0 71 909.46.117
22.5–27.5 82 909.46.118

Hole direction 
- hexagon socket screw 
- door handle

Dimensional data not binding. We reserve the right to alter specifications without notice.
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Door Handle Sets – Startec
Mounting accessories
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Door Handle Sets – StartecMounting accessoriesPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Square spindles
→ Spindle 8 mm on plate

Door Handle Sets – StartecMounting accessoriesFixing material
→ Adapter sleeve

Door handle sets grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

→ M4 threaded screw and sleeve with internal thread M4

→ Hexagon socket M6

Installation
One-sided installation on blind door

For rose/escutcheon set For backplate set

Version Cat. No.
For rose/escutcheon set 909.46.060
For backplate set 909.46.061

Compensation
mm

Material Finish/colour Cat. No.

From 6 to 8 Plastic Black 909.46.220
From 7 to 8 Steel Bright 909.40.500
From 8 to 8.5 Steel Galvanized 910.50.738
From 8 to 9 Steel Bright 909.40.501
From 8 to 10 Steel Bright 909.40.502

Length Cat. No.
mm
65 909.19.902

Length Cat. No.
mm
7 909.19.903

AH 1.44 New products and systems
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Door Handle Sets Grade 2 – Startec
Stainless steel
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Door Handle Sets Grade 2 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.PC escutcheon

Supplied with
1 pair of PC escutcheons
4 threaded screws M4 x 65 mm, can be shortened
2 sleeves with internal thread M4 x 17 mm

> Area of application: For covering profile cylinder hole on wooden doors
> Material: Stainless steel
> Diameter: 53.5 mm
> Thickness: 8 mm

Door thickness
mm

Satin Brass coloured, 
PVD coated

Graphite black, 
PVD coated

38–55 902.52.174 902.52.173 902.52.179

AH 1.45New products and systems
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Door Handle Sets Grade 3 – Startec
Stainless steel
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Door Handle Sets Grade 3 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model PDH3101

Supplied with Door thickness Version Cat. No.
mm

2 Lever handle aperture parts with 2 handle roses and spindle 8 x 130 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 50 mm

37–46 – 902.91.894

2 Lever handle aperture parts with 2 handle roses and spindle 8 x 130 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 50 mm

37–46 – 902.92.894

2 Lever handle aperture parts with 2 handle roses and spindle 8 x 130 mm
1 Pair of WC escutcheons with red/white indicator disc and
 protruding locking pin 8 x 58 mm

4 Threaded screws M4 x 50 mm

37–46 – 902.93.894

1 Lever handle aperture part with handle rose, left or right
1 Door knob on rose with convertor spindle 8 x 80 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 50 mm

37–46 Left 902.95.894
37–46 Right 902.96.894

Individual components ﾓAH 1.49

Mounting accessories ﾓAH 1.50

8

> Material: Stainless steel,
substructure: Steel/plastic

> Finish: Satin
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 3 7 – 0 0 4 0 B

AH 1.46 New products and systems
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Door Handle Sets Grade 3 – Startec
Stainless steel

1

D
G

H
-B

-IN
T 

20
19

, H
D

E-
en

, 1
2/

18
; D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r s
pe

ci
fic

at
io

ns
 w

ith
ou

t n
ot

ic
e.

www.hafele.com

f

h

Door Handle Sets Grade 3 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model PDH3102 

Supplied with Door thickness Version Cat. No.
mm

2 Lever handle aperture parts with 2 handle roses and spindle 8 x 130 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 50 mm

37–46 – 902.91.884

2 Lever handle aperture parts with 2 handle roses and spindle 8 x 130 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 50 mm

37–46 – 902.92.884

2 Lever handle aperture parts, with spindle 8 x 130 mm
1 Pair of WC escutcheons with red/white indicator disc and
 protruding locking pin 8 x 58 mm

4 Threaded screws M4 x 50 mm

37–46 – 902.93.884

1 Lever handle aperture part with handle rose, left or right
1 Door knob on rose with convertor spindle 8 x 80 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 50 mm

37–46 Left 902.95.884
37–46 Right 902.96.884

Individual components ﾓAH 1.49

Mounting accessories ﾓAH 1.50

Window handles ﾓAH 1.104

> Material: Stainless steel, 
substructure: Steel/plastic

> Finish: Satin
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 3 7 – 0 0 4 0 B

AH 1.47New products and systems
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Door Handle Sets Grade 3 – Startec
Stainless steel
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Door Handle Sets Grade 3 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model PDH3103 

Note
* Sets with 1-piece rose
** Sets with 2-piece rose
Please order 2-piece (separated) rose version in combination with suitable mounting accessories (screws and spindles) for 
door thicknesses >52 mm.

With 1-piece rose With 2-piece (separated) rose Dim. in brackets apply to 1-piece rose

Supplied with Door thickness
mm

Version With 
1-piece 
rose

With 
2-piece 
(separated) 
rose

2 Lever handle aperture parts with 2 handle roses and 
spindle 8 x 130 mm

1 Pair of CB escutcheons
4 Threaded screws M4 x 50 mm

37–52* / 37–46** – 902.91.886 902.91.892

2 Lever handle aperture parts with 2 handle roses and 
spindle 8 x 130 mm

1 Pair of PC escutcheons
4 Threaded screws M4 x 50 mm

37–52* / 37–46** – 902.92.886 902.92.892

2 Lever handle aperture parts with 2 handle roses and 
spindle 8 x 130 mm

1 Pair of WC escutcheons with red/white indicator disc and
  protruding locking pin 8 x 58 mm
4 Threaded screws M4 x 50 mm

37–52* / 37–46** – 902.93.886 902.93.892

1 Lever handle aperture part with handle rose, left or right
1 Door knob on rose with convertor spindle 8 x 80 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 50 mm

37–52* / 37–46** Left 902.95.886 902.95.892
37–52* / 37–46** Right 902.96.886 902.96.892

Individual components ﾓAH 1.49

Mounting accessories ﾓAH 1.50

Window handles ﾓAH 1.104

> Material: Stainless steel, 
substructure: Steel/plastic

> Finish: Satin
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 3 7 – 0 0 4 0 B

AH 1.48 New products and systems
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Door Handle Sets Grade 3 – Startec
Stainless steel
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Door Handle Sets Grade 3 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

→ CB escutcheons

→ PC escutcheons

Door Handle Sets for Projects – StartecStainless steelDimensional data not binding. We reserve the right to alter specifications without notice.

→ Escutcheons, blank

Door Handle Sets for ProjectsDoor Handle Sets for Projects – StartecStainless steelDimensional data not binding. We reserve the right to alter specifications without notice.

→ WC escutcheons

Door Handle Sets for ProjectsDoor Handle Sets for Projects – StartecStainless steelDimensional data not binding. We reserve the right to alter specifications without notice.

→ Ball knob on round rose

Supplied with
1 pair of CB escutcheons
2 threaded screws M4 x 50 mm

Supplied with
1 pair of PC escutcheons
2 threaded screws M4 x 50 mm

Supplied with
1 pair of blank escutcheons
2 threaded screws M4 x 50 mm

Supplied with
1 pair of WC escutcheons
1 protruding locking pin 8 x 80 mm, firmly connected with 

escutcheon outside
2 threaded screws M4 x 70 mm

Door thickness Cat. No.
mm
37–46 902.51.192

Door thickness Cat. No.
mm
37–46 902.52.192

Door thickness Cat. No.
mm
37–46 902.55.192

> Version: Escutcheon outside with red/white 
indicator disc and emergency 
opening function (slot)

Door thickness Cat. No.
mm
52–66 902.53.192

Version Cat. No.
Fixed, with M12 internal thread, without 
alternate spindle, without screws

902.70.006

Mounting accessories ﾓAH 1.50

16.03.2020
ID 2268

AH 1.49New products and systems



Door Handle Sets – Startec
Mounting accessories
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Door Handle Sets – StartecMounting accessoriesPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Square spindles

→ Spindle 8 mm

→ Convertor spindle 8 mm, M12

Fixing ScrewsDimensional data not binding. We reserve the right to alter specifications without notice.Fixing material
→ Threaded screw, M4, DIN 965

Fixing TechnologyFixing ScrewsDimensional data not binding. We reserve the right to alter specifications without notice.

→ Hexagon socket screw, M6

Door Handle Sets for ProjectsDoor handle sets for Projects – StartecDimensional data not binding. We reserve the right to alter specifications without notice.Häfele Stainless steel cleaning and maintenance spray

> Area of application: For Startec door handle sets model series PDH3

Note
* For PDH3 door handle sets with rose.
** For PDH3 door handle sets with short backplate, 
in combination with sleeve nut M4 x 24 mm 
(supplied with the set).

Length L Door thickness Cat. No.
mm mm
100 37–58 909.46.301
120 55–78 909.46.302
140 75–98 909.46.303

Spindle length L Door thickness Cat. No.
mm mm
80 37–58 909.46.311
100 57–78 909.46.312
120 77–98 909.46.313

Screw length Door thickness Cat. No.
mm mm
50 37–46* / 45–58** 909.46.321
60 47–56* / 55–68** 909.46.322
70 57–66* / 65–78** 909.46.323
80 67–76* / 75–88** 909.46.324
90 77–86* / 85–98** 909.46.325

Screw length Cat. No.
mm
7 909.46.331

> Area of application: Removes limescale, grease and similar soiling from 
stainless steel surfaces rapidly and completely 
without problems, the treated surfaces are restored 
to their original appearance and are given 
long-lasting protection from oxidation and 
environmental deposits by an adherent water and 
dirt-repelling protective coating, no more fingerprints 
on surfaces, minimises electrostatic charging, 
painted surfaces are not attacked, free of 
environmentally harmful substances, 
for universal indoor and outdoor use, 
e.g. for stainless steel fittings, balcony rails, 
handrails, claddings, furniture, kitchen appliances, 
sink units, tiled stoves

Contents Cat. No.
400 ml 003.52.810

AH 1.50 New products and systems
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Door Handle Sets for Narrow Frame Doors – Startec
Stainless steel

1

D
G

H
-B

-IN
T 

20
19

, H
D

E-
en

, 1
2/

18
; D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r s
pe

ci
fic

at
io

ns
 w

ith
ou

t n
ot

ic
e.

www.hafele.com

f

g

Door Handle Sets for Narrow Frame Doors – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Lever handle aperture parts

→ PDH5102 A – 5 series

→ PDH5102 B – 5 series

Note

Supplied with
1 lever handle with handle rose

Order reference
Spindle and fixing material not supplied. 
Please order separately.

Supplied with
1 lever handle with handle rose

Order reference
Spindle and fixing material not supplied.
Please order separately.

Mounting accessories ﾓAH 1.54

> Material: Stainless steel, 
substructure: Stainless steel/plastic

> Finish: Satin
> Bearing: Lever handle pivot-fitted in rose, 

sprung and with concealed,
secure screw fixing

> Mounting: For left or right hand use

Tested as complete set to DIN 18273:1997.
Fire resistant anti-panic set only in combination with 
approved lock types that comply with EN 179:2008.

Version Cat. No.
For spindle 8 mm 903.30.010

For spindle 9 mm 903.30.012

Version Cat. No.
For spindle 8 mm 903.30.014

For spindle 9 mm 903.30.016

AH 1.51New products and systems
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Door Handle Sets for Narrow Frame Doors – Startec
Stainless steel
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Door Handle Sets for Narrow Frame Doors – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

→ PDH5103 A – 5 series

→ PDH5103 B – 5 series

→ PDH5106 A  – 5 series

→ PDH5106 B – 5 series

Supplied with
1 lever handle with handle rose

Order reference
Spindle and fixing material not supplied. 
Please order separately.

Supplied with
1 lever handle with handle rose

Order reference
Spindle and fixing material not supplied. 
Please order separately.

Supplied with
1 lever handle with handle rose

Order reference
Spindle and fixing material not supplied. 
Please order separately.

Supplied with
1 lever handle with handle rose

Order reference
Spindle and fixing material not supplied. 
Please order separately.

Mounting accessories ﾓAH 1.54

Version Cat. No.
For spindle 8 mm 903.30.018

For spindle 9 mm 903.30.020

Version Cat. No.
For spindle 8 mm 903.30.022

For spindle 9 mm 903.30.024

Version Cat. No.
For spindle 8 mm 903.30.026

For spindle 9 mm 903.30.028

Version Cat. No.
For spindle 8 mm 903.30.030

For spindle 9 mm 903.30.032

AH 1.52 New products and systems
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Door Handle Sets for Narrow Frame Doors – Startec
Stainless steel
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Door Handle Sets for Narrow Frame Doors – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Accessories for lever handle aperture parts for narrow frame doors – 5 series

→ Flat knob

→ Ball knob

→ PC escutcheon

→ Escutcheon, blank

Note

Supplied with
1 door knob with handle rose

Order reference
Spindle and fixing material not supplied. 
Please order separately.

Supplied with
1 door knob with handle rose

Order reference
Spindle and fixing material not supplied. 
Please order separately.

Supplied with
1 PC escutcheon

Order reference
Fixing material not supplied. Please order separately.

Supplied with
1 escutcheon, blank

Order reference
Fixing material not supplied. Please order separately.

> Material: Stainless steel, 
substructure: Steel/plastic

> Finish: Satin
> Mounting: For left or right hand use

Tested as complete set to DIN 18273:1997.
Fire resistant anti-panic set only in combination with 
approved lock types that comply with EN 179:2008.

Cat. No.
Flat knob with M8 internal thread 903.70.008

Knob handle for spindle 8 mm 903.70.054

Knob handle for spindle 9 mm 903.70.010

Cat. No.
Ball knob with M8 internal thread 903.70.014

Knob handle for spindle 8 mm 903.70.056

Knob handle for spindle 9 mm 903.70.018

Cat. No.
PC escutcheon 903.52.010

Cat. No.
Escutcheon, blank 903.54.010

Lever handle aperture parts ﾓAH 1.51

Mounting accessories ﾓAH 1.54

AH 1.53New products and systems
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Door Handle Sets for Narrow Frame Doors – Startec
Mounting accessories

1

D
G

H
-B

-IN
T 

20
19

, H
D

E-
en

, 1
2/

18
; D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r s
pe

ci
fic

at
io

ns
 w

ith
ou

t n
ot

ic
e.

www.hafele.com

Door Handle Sets for Narrow Frame Doors – StartecMounting accessoriesPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Square spindles for projects and narrow frame doors

→ Spindle 8 mm, for architectural doors

→ Spindle 9 mm, for fire resistant doors

→ Convertor spindle 8 mm, M8, for architectural doors

→ Convertor spindle 9 mm, M8, for fire resistant doors

Note
> Area of application: For Startec door handle sets, door knobs 

and knob handles of model series PDH5 Tested as complete set to DIN 18273:1997

For door thickness Length L Cat. No.
mm mm
30–50 100 909.06.001
45–65 115 909.06.002
60–80 130 909.06.003

For door thickness Length L Cat. No.
mm mm
30–50 100 909.06.011
45–65 115 909.06.012
60–80 130 909.06.013

For door thickness Length L Cat. No.
mm mm
37–55 85 909.06.021
50–65 95 909.06.022
60–75 105 909.06.023

For door thickness Length L Cat. No.
mm mm
37–55 85 909.06.031
50–65 95 909.06.032
60–75 105 909.06.033

AH 1.54 New products and systems
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Door Handle Sets for Narrow Frame Doors – Startec
Mounting accessories
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Door Handle Sets for Narrow Frame Doors – StartecMounting accessoriesPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Fixing material for projects and for narrow frame doors

→ Threaded screw, M5, TX25 

→ Threaded sleeve, M5 x 30 mm

→ Fixing set for narrow frame doors

> Area of application: For interior doors for projects

Packing: 1 set

For door thickness Length L Cat. No.
mm mm
37–52 45 909.06.051
52–72 60 909.06.052
72–92 80 909.06.053

Cat. No.
Threaded sleeve M5 x 30 mm 909.06.061

> Area of application: For narrow frame doors, 
for fixing lever handles, door knobs, 
roses and escutcheons

Supplied with Cat. No.
4 threaded screws M5 x 16 mm
4 clinch nuts M5

909.06.070

AH 1.55New products and systems
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Door Handle Sets Grade 4 – Startec
Stainless steel
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Door Handle Sets Grade 4 – StartecStainless steelPlanning and ConstructionModel PDH4170

Supplied with Door 
thickness
mm

Cat. No.

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.91.276

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.92.276

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with red/green indicator disc
1 Locking pin 8 x 75 mm
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.93.276

Individual components ﾓAH 1.68

Mounting accessories for other door 
thicknesses

ﾓAH 1.69

> Material: Stainless steel, 
substructure: Steel

> Finish: Satin
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2010
> Class: 4 7 – B 1 4 0 B

AH 1.56

Dimensional data not binding. We reserve the right to alter specifications without notice.

New products and systems

ah19_int_en_01_056.fm  Page 56  Tuesday, December 4, 2018  2:26 PM



Door Handle Sets Grade 4 – Startec
Stainless steel
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Door Handle Sets Grade 4 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model PDH4171

Supplied with Door 
thick-
ness
mm

Satin Polished Polished 
brass coloured, 
PVD coated

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.91.076 903.91.077 903.91.078

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.92.076 903.92.077 903.92.078

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with red/green indicator disc
1 Locking pin 8 x 75 mm
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.93.076 903.93.077 903.93.078

Individual components ﾓAH 1.68

Mounting accessories for other 
door thicknesses

ﾓAH 1.69

> Material: Stainless steel, 
substructure: Steel

> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2010
> Class: 4 7 – B 1 4 0 B

AH 1.57New products and systems
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Door Handle Sets Grade 4 – Startec
Stainless steel
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Door Handle Sets Grade 4 – StartecStainless steelPlanning and ConstructionModel PDH4173

Supplied with Door 
thickness
mm

Satin

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.91.096

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.92.096

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with red/green indicator disc
1 Locking pin 8 x 75 mm
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.93.096

Individual components ﾓAH 1.68

Mounting accessories for other 
door thicknesses

ﾓAH 1.69

> Material: Stainless steel, 
substructure: Steel

> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2010
> Class: 4 7 – B 1 4 0 B

AH 1.58

Dimensional data not binding. We reserve the right to alter specifications without notice.

New products and systems
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Door Handle Sets Class 4 – StartecStainless steelPlanning and ConstructionModel PDH4174

Supplied with Door 
thickness
mm

Matt

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.91.114

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.92.114

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with red/green indicator disc
1 Locking pin 8 x 75 mm
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.93.114

Individual components ﾓAH 1.68

Mounting accessories for other door 
thicknesses

ﾓAH 1.69

> Material: Stainless steel, 
substructure: Steel

> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 

1906:2010
> Class: 4 7 – B 1 4 0 B

AH 1.59

Dimensional data not binding. We reserve the right to alter specifications without notice.

New products and systems
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Door Handle Sets Grade 4 – StartecStainless steelPlanning and ConstructionModel PDH4175

Supplied with Door 
thickness
mm

Satin

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.91.154

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.92.154

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with red/green indicator disc
1 Locking pin 8 x 75 mm
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.93.154

Individual components ﾓAH 1.68

Mounting accessories for other 
door thicknesses

ﾓAH 1.69

> Material: Stainless steel, 
substructure: Steel

> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2010
> Class: 4 7 – B 1 4 0 B

AH 1.60

Dimensional data not binding. We reserve the right to alter specifications without notice.

New products and systems
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Door Handle Sets Grade 4 – StartecStainless steelPlanning and ConstructionModel PDH4176

Supplied with Door 
thickness
mm

Satin Polished

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.91.157 903.91.158

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.92.157 903.92.158

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with red/green indicator disc
1 Locking pin 8 x 75 mm
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.93.157 903.93.158

Individual components ﾓAH 1.68

Mounting accessories for other 
door thicknesses

ﾓAH 1.69

> Material: Stainless steel, 
substructure: Steel

> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2010
> Class: 4 7 – B 1 4 0 B

AH 1.61

Dimensional data not binding. We reserve the right to alter specifications without notice.

New products and systems
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Door Handle Sets Grade 4 – StartecStainless steelPlanning and ConstructionModel PDH4177

Supplied with Door 
thickness
mm

Satin Polished
brass coloured,
PVD coated

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.91.172 903.91.174

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.92.172 903.92.174

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with red/green indicator disc
1 Locking pin 8 x 75 mm
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.93.172 903.93.174

Individual components ﾓAH 1.68

Mounting accessories for other 
door thicknesses

ﾓAH 1.69

> Material: Stainless steel, 
substructure: Steel

> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2010
> Class: 4 7 – B 1 4 0 B

AH 1.62

Dimensional data not binding. We reserve the right to alter specifications without notice.

New products and systems
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Door Handle Sets Grade 4 – StartecStainless steelPlanning and ConstructionModel PDH4178

Supplied with Door 
thickness
mm

Satin Polished
brass coloured, 
PVD coated

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.91.192 903.91.194

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.92.192 903.92.194

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with red/green indicator disc
1 Locking pin 8 x 75 mm
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.93.192 903.93.194

Individual components ﾓAH 1.68

Mounting accessories for other 
door thicknesses

ﾓAH 1.69

> Material: Stainless steel, 
substructure: Steel

> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2010
> Class: 4 7 – B 1 4 0 B

AH 1.63

Dimensional data not binding. We reserve the right to alter specifications without notice.

New products and systems
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Door Handle Sets Grade 4 – StartecStainless steelPlanning and ConstructionModel PDH4179

Supplied with Door 
thickness
mm

Satin Polished Polished
brass coloured, 
PVD coated

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.91.257 903.91.258 903.91.259

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.92.257 903.92.258 903.92.259

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with red/green indicator disc
1 Locking pin 8 x 75 mm
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.93.257 903.93.258 903.93.259

Individual components ﾓAH 1.68

Mounting accessories for other 
door thicknesses

ﾓAH 1.69

> Material: Stainless steel, 
substructure: Steel

> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2010
> Class: 4 7 – B 1 4 0 B

AH 1.64

Dimensional data not binding. We reserve the right to alter specifications without notice.

New products and systems
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Door Handle Sets Grade 4 – StartecStainless steelPlanning and ConstructionModel PDH4180

Supplied with Door 
thickness
mm

Cat. No.

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.91.336

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.92.336

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with red/green indicator disc
1 Locking pin 8 x 75 mm
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.93.336

Individual components ﾓAH 1.68

Mounting accessories for other 
door thicknesses

ﾓAH 1.69

> Material: Stainless steel, 
substructure: Steel

> Finish: Polished/satin
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2010
> Class: 4 7 – B 1 4 0 B

AH 1.65

Dimensional data not binding. We reserve the right to alter specifications without notice.

New products and systems
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Door Handle Sets Grade 4 – StartecStainless steelPlanning and ConstructionModel PDH4181

Supplied with Door 
thickness
mm

Satin Polished

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.91.352 903.91.353

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.92.352 903.92.353

2 Lever handle aperture parts with handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons with red/green indicator disc
1 Locking pin 8 x 75 mm
4 Threaded screws M4 x 60 mm, can be shortened

38–55 903.93.352 903.93.353

Individual components ﾓAH 1.68

Mounting accessories for other 
door thicknesses

ﾓAH 1.69

> Material: Stainless steel, 
substructure: Steel

> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2010
> Class: 4 7 – B 1 4 0 B

AH 1.66

Dimensional data not binding. We reserve the right to alter specifications without notice.

New products and systems
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Door Handle Sets Grade 4 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model PDH4103

Note

Order reference
*Dimensions for door thickness 57–72 mm
Please order door handle sets for other door thicknesses separately.

> Material: Stainless steel, 
substructure: Steel/plastic

> Finish: Black, similar to RAL 9004, 
PVD coated

> Version: With pre-mounted screws
> Bearing: Lever handle pivot-fitted in rose, 

for projects: Sprung, 
for fire resistant doors: Without spring

> Standard: Certified in compliance with EN 1906:2012
> Class: 4 7 – 0/B 1 4 0 B

Supplied with Door 
thickness
mm

Version Cat. No.

Projects
2 Lever handle aperture parts with 2 handle roses and spindle 8 x 130 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 50 mm

37–52 – 903.91.623

2 Lever handle aperture parts with 2 handle roses and spindle 8 x 130/150* mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 50/70* mm

37–52 – 903.92.623
57–72 – 903.82.005

2 Lever handle aperture parts with 2 handle roses and spindle 8 x 130 mm
1 Pair of WC escutcheons with red/white indicator disc and emergency opening
 function (slot)

1 Locking pin 8 x 60 mm, protruding 
4 Threaded screws M4 x 50 mm

37–52 – 903.93.623

1 Lever handle aperture part with handle rose, left or right
1 Door knob on rose with convertor spindle 8 x 80/120* mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 50/70* mm

37–52 Left 903.95.623
Right 903.96.623

57–72 Left 903.85.005
Right 903.86.005

Fire resistant doors
2 Lever handle aperture parts with 2 handle roses and spindle 9 x 130/150* mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 50/70* mm

37–52 – 903.92.633
57–72 – 903.82.006

1 Lever handle aperture part with handle rose, left or right
1 Door knob on rose with convertor spindle 9 x 100/120* mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 50/70* mm

37–52 – 903.95.633
57–72 – 903.85.006

Tested to DIN 18273:1997

Window handles ﾓAH 1.104

AH 1.67

Dimensional data not binding. We reserve the right to alter specifications without notice.

03.04.2019
ID 2112

New products and systems
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Door Handle Sets for Residential AreasDoor Handle Sets Grade 3 – StartecZinc alloy –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 3205

> Material: Zinc alloy
> Bearing: Lever handle pivot-fitted in rose,

sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 3 7 – 0 0 5 0 B

Supplied with Door 
thickness
mm

Polished 
chrome 
plated

Chrome 
plated satin 
finish

Matt black

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm

38–50 900.91.489 900.91.490 900.91.491

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm

38–50 900.92.489 900.92.490 900.92.491

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons
1 Locking pin 6 x 80 mm
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm
1 Reducing sleeve, plastic, 6/7 mm
1 Reducing sleeve, plastic, 6/8 mm

38–50 900.93.489 900.93.490 900.93.491

Mounting accessories ﾓAH 1.67 K

AH 1.67 A

Dimensional data not binding. We reserve the right to alter specifications without notice.

09.04.2019
ID 2050

New products and systems



Door Handle Sets Grade 3 – Startec
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Door Handle Sets for Residential AreasDoor Handle Sets Grade 3 – StartecZinc alloy –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 3215

> Material: Zinc alloy
> Bearing: Lever handle pivot-fitted in rose,

sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 3 7 – 0 0 5 0 B

Supplied with Door 
thickness
mm

Polished 
chrome 
plated

Chrome 
plated satin 
finish

Matt black

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm

38–50 900.91.495 900.91.496 900.91.498

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm

38–50 900.92.495 900.92.496 900.92.498

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons
1 Locking pin 6 x 80 mm
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm
1 Reducing sleeve, plastic, 6/7 mm
1 Reducing sleeve, plastic, 6/8 mm

38–50 900.93.495 900.93.496 900.93.498

Mounting accessories ﾓAH 1.67 K

AH 1.67 B

Dimensional data not binding. We reserve the right to alter specifications without notice.

09.04.2019
ID 2050

New products and systems
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Door Handle Sets for Residential AreasDoor Handle Sets Grade 3 – StartecZinc alloy –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 3225

> Material: Zinc alloy
> Bearing: Lever handle pivot-fitted in rose,

sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 3 7 – 0 0 5 0 B

Supplied with Door 
thickness
mm

Polished 
chrome 
plated

Chrome 
plated satin 
finish

Matt black

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm

38–50 900.91.499 900.91.500 900.91.503

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm

38–50 900.92.499 900.92.500 900.92.503

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons
1 Locking pin 6 x 80 mm
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm
1 Reducing sleeve, plastic, 6/7 mm
1 Reducing sleeve, plastic, 6/8 mm

38–50 900.93.499 900.93.500 900.93.503

Mounting accessories ﾓAH 1.67 K

AH 1.67 C

Dimensional data not binding. We reserve the right to alter specifications without notice.

09.04.2019
ID 2050

New products and systems
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Door Handle Sets for Residential AreasDoor Handle Sets Grade 3 – StartecZinc alloy –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 3235

> Material: Zinc alloy
> Bearing: Lever handle pivot-fitted in rose,

sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 3 7 – 0 0 5 0 B

Supplied with Door 
thickness
mm

Polished 
chrome 
plated

Chrome 
plated satin 
finish

Matt black

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm

38–50 900.91.506 900.91.507 900.91.509

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm

38–50 900.92.506 900.92.507 900.92.509

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons
1 Locking pin 6 x 80 mm
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm
1 Reducing sleeve, plastic, 6/7 mm
1 Reducing sleeve, plastic, 6/8 mm

38–50 900.93.506 900.93.507 900.93.509

Mounting accessories ﾓAH 1.67 K

AH 1.67 D

Dimensional data not binding. We reserve the right to alter specifications without notice.

09.04.2019
ID 2050

New products and systems



Door Handle Sets Grade 3 – Startec
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Door Handle Sets for Residential AreasDoor Handle Sets Grade 3 – StartecBrass –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 3310

> Material: Brass
> Bearing: Lever handle pivot-fitted in rose,

sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 3 7 – 0 0 5 0 B

Supplied with Door 
thickness
mm

Polished Polished 
chrome 
plated

Chrome 
plated satin 
finish

Matt black

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm

38–50 900.91.449 900.91.450 900.91.453 900.91.455

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm

38–50 900.92.449 900.92.450 900.92.453 900.92.455

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons
1 Locking pin 6 x 80 mm
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm
1 Reducing sleeve, plastic, 6/7 mm
1 Reducing sleeve, plastic, 6/8 mm

38–50 900.93.449 900.93.450 900.93.453 900.93.455

Mounting accessories ﾓAH 1.67 K

AH 1.67 E

Dimensional data not binding. We reserve the right to alter specifications without notice.

09.04.2019
ID 2050

New products and systems
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Door Handle Sets for Residential AreasDoor Handle Sets Grade 3 – StartecBrass –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 3320

> Material: Brass
> Bearing: Lever handle pivot-fitted in rose,

sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 3 7 – 0 0 5 0 B

Supplied with Door 
thickness
mm

Polished Polished 
chrome 
plated

Chrome 
plated satin 
finish

Matt black

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm

38–50 900.91.456 900.91.457 900.91.459 900.91.460

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm

38–50 900.92.456 900.92.457 900.92.459 900.92.460

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons
1 Locking pin 6 x 80 mm
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm
1 Reducing sleeve, plastic, 6/7 mm
1 Reducing sleeve, plastic, 6/8 mm

38–50 900.93.456 900.93.457 900.93.459 900.93.460

Mounting accessories ﾓAH 1.67 K

AH 1.67 F

Dimensional data not binding. We reserve the right to alter specifications without notice.

09.04.2019
ID 2050

New products and systems
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Door Handle Sets for Residential AreasDoor Handle Sets Grade 3 – StartecBrass –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 3330

> Material: Brass
> Bearing: Lever handle pivot-fitted in rose,

sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 3 7 – 0 0 5 0 B

Supplied with Door 
thickness
mm

Polished Polished 
chrome 
plated

Chrome 
plated satin 
finish

Matt black

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm

38–50 900.91.463 900.91.466 900.91.467 900.91.468

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm

38–50 900.92.463 900.92.466 900.92.467 900.92.468

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons
1 Locking pin 6 x 80 mm
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm
1 Reducing sleeve, plastic, 6/7 mm
1 Reducing sleeve, plastic, 6/8 mm

38–50 900.93.463 900.93.466 900.93.467 900.93.468

Mounting accessories ﾓAH 1.67 K

AH 1.67 G

Dimensional data not binding. We reserve the right to alter specifications without notice.

09.04.2019
ID 2050

New products and systems
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Door Handle Sets for Residential AreasDoor Handle Sets Grade 3 – StartecBrass –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 3340

> Material: Brass
> Bearing: Lever handle pivot-fitted in rose, sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 3 7 – 0 0 5 0 B

Supplied with Door 
thickness
mm

Polished Polished 
chrome 
plated

Chrome 
plated satin 
finish

Matt black

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm

38–50 900.91.469 900.91.470 900.91.475 900.91.476

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm

38–50 900.92.469 900.92.470 900.92.475 900.92.476

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons
1 Locking pin 6 x 80 mm
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm
1 Reducing sleeve, plastic, 6/7 mm
1 Reducing sleeve, plastic, 6/8 mm

38–50 900.93.469 900.93.470 900.93.475 900.93.476

Mounting accessories ﾓAH 1.67 K

AH 1.67 H

Dimensional data not binding. We reserve the right to alter specifications without notice.

09.04.2019
ID 2050

New products and systems
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Door Handle Sets for Residential AreasDoor Handle Sets Grade 3 – StartecBrass –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 3350

> Material: Brass
> Bearing: Lever handle pivot-fitted in rose,

sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 3 7 – 0 0 5 0 B

Supplied with Door 
thickness
mm

Polished Polished 
chrome 
plated

Chrome 
plated 
satin finish

Matt black

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm

38–50 900.91.477 900.91.478 900.91.479 900.91.480

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm

38–50 900.92.477 900.92.478 900.92.479 900.92.480

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons
1 Locking pin 6 x 80 mm
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm
1 Reducing sleeve, plastic, 6/7 mm
1 Reducing sleeve, plastic, 6/8 mm

38–50 900.93.477 900.93.478 900.93.479 900.93.480

Mounting accessories ﾓAH 1.67 K

AH 1.67 I

Dimensional data not binding. We reserve the right to alter specifications without notice.

09.04.2019
ID 2050

New products and systems
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Door Handle Sets for Residential AreasDoor Handle Sets Grade 3 – StartecBrass –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model LDH 3360

> Material: Brass
> Bearing: Lever handle pivot-fitted in rose,

sprung
> Standard: Certified in compliance with EN 1906:2012
> Class: 3 7 – 0 0 5 0 B

Supplied with Door 
thickness
mm

Polished Polished 
chrome 
plated

Chrome 
plated 
satin finish

Matt black

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of CB escutcheons
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm

38–50 900.91.485 900.91.486 900.91.487 900.91.488

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of PC escutcheons
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm

38–50 900.92.485 900.92.486 900.92.487 900.92.488

2 Lever handle aperture parts with 2 handle roses
1 Spindle 8 x 100 mm
1 Pair of WC escutcheons
1 Locking pin 6 x 80 mm
4 Threaded screws M4 x 40 mm
4 Threaded screws M4 x 50 mm
8 Wood screws 3 x 12 mm
1 Reducing sleeve, metal, 8/8.5 mm
1 Reducing sleeve, plastic, 6/7 mm
1 Reducing sleeve, plastic, 6/8 mm

38–50 900.93.485 900.93.486 900.93.487 900.93.488

Mounting accessories ﾓAH 1.67 K

AH 1.67 J

Dimensional data not binding. We reserve the right to alter specifications without notice.

09.04.2019
ID 2050

New products and systems



Door Handle Sets – Startec
Mounting accessories
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Door Handle Sets for Residential AreasDoor Handle Sets – StartecMounting accessories –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Square spindles

→ Spindle 8 mm

→ Threaded screw, M4

> Area of application: For models LDH 3205, 3215, 3225, 3235, 
3310, 3320, 3330, 3340, 3350, 3360

Packing: 1 piece

Packing: 1 piece

Length L For door thickness Cat. No.
mm mm
105 38–55 909.00.504
110 43–60 909.00.505
120 53–70 909.00.506

Length L For door thickness Cat. No.
mm mm
40 35–42 909.00.520
50 42–50 909.00.522
60 50–60 909.00.524
70 60–70 909.00.526

AH 1.67 K

Dimensional data not binding. We reserve the right to alter specifications without notice.

25.06.2019
ID 2150

New products and systems



www.hafele.com

09.04.2019
ID 2050

1.67 L



Door Handle Sets Grade 4 – Startec
Stainless steel
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Door Handle Sets Grade 4 – StartecStainless steelPlanning and ConstructionIndividual set components: Lever handles

Dimensional data not binding. We reserve the right to alter specifications without notice.Individual set components: PC escutcheons

Door handle sets for Projects – StartecDimensional data not binding. We reserve the right to alter specifications without notice.Individual set components: WC lock

Supplied with
1 pair of WC escutcheons with red/green indicator disc and locking pin 8 x 70 mm, for door thickness 38–55 mm

> Material Stainless steel, substructure: Steel
> Finish Satin
> Bearing Lever handle pivot-fitted in rose, sprung

Model Version Satin Polished

PDH4170 Left 902.31.010 –
Right 902.32.010 –

PDH4171 Left 902.31.020 902.31.021
Right 902.32.020 902.32.021

PDH4172 Left 902.31.030 902.31.031
Right 902.32.030 902.32.031

PDH4173 Left 902.31.040 902.31.041
Right 902.32.040 902.32.041

Satin Polished Polished 
brass coloured, 
PVD coated

903.52.720 903.52.721 903.52.728

Satin Polished Polished 
brass coloured, 
PVD coated

903.53.740 903.53.741 903.53.748

Mounting accessories ﾓAH 1.69

AH 1.68

Dimensional data not binding. We reserve the right to alter specifications without notice.

New products and systems
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Door Handle Sets Grade 4 – Startec
Stainless steel
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Door Handle Sets Grade 4 – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Individual set components: Door knobs
Supplied with
1 door knob on rose with convertor spindle M12 x 8 x 80 mm for door thickness 38–65 mm

Door handle sets for Projects – StartecPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Mounting accessories
→ Spindle 8 mm

→ Convertor spindle 8 mm, M12

→ Spindle, split, 8 x 8 x 100 mm, split in centre

→ Mounting accessories

Satin Polished
Ball knob 50 mm

903.70.070 903.70.071

Flat knob, round, 50 mm
903.70.080 903.70.081

Note
Not suitable for use on anti panic doors in 
compliance with EN179:2008-04.

Length L Cat. No.
mm
100 909.00.230
110 909.00.231
120 909.00.232

Length L Cat. No.
mm
100 909.00.250
110 909.00.251

Length L Cat. No.
mm
100 909.00.270

Screw length Cat. No.
mm
60 909.00.216
70 909.00.217
80 909.00.218

AH 1.69New products and systems

ah19_int_en_01_069.fm  Page 69  Tuesday, December 4, 2018  2:28 PM



Door Handle Sets
Aluminium
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Door Handle SetsAluminiumPlanning and ConstructionModel A91.34 TW-R

Supplied with Door thickness
mm

Cat. No.

1 Pair of lever handles with spindle 8 mm
1 Pair of handle roses
1 Pair of CB escutcheons
4 Sleeve screws M4 x 40 mm

38–42 904.91.521

1 Pair of lever handles with spindle 8 mm
1 Pair of handle roses
1 Pair of PC escutcheons
4 Sleeve screws M4 x 40 mm

38–42 904.92.521

1 Pair of lever handles with spindle 8 mm
1 Pair of handle roses
1 Pair of WC escutcheons with indicator disc
1 Locking pin 8 x 70 mm
2 Sleeve screws M4 x 40 mm
2 Threaded screws M4 x 45 mm

40–42 904.93.521

1 Lever handle aperture part
1 Handle rose
1 Door knob on rose
1 Convertor spindle 8 x 80 mm
1 Pair of PC escutcheons
2 Sleeve screws M4 x 40 mm
2 Threaded screws M4 x 45 mm

38–42 904.95.521

Individual components ﾓAH 1.71

Mounting accessories ﾓAH 1.72

> Material: Aluminium
> Finish: Silver coloured anodized

Dimensional data not binding. We reserve the right to alter specifications without notice.

AH 1.70 New products and systems

ah19_int_en_01_070.fm  Page 70  Tuesday, December 4, 2018  2:26 PM



Door Handle Sets for Residential Areas
Aluminium
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Door Handle Sets for Residential AreasAluminiumPlanning and ConstructionIndividual set components: Lever handles

Door Handle Sets for Residential AreasAluminiumPlanning and ConstructionIndividual set components: Roses and escutcheons

> Material: Aluminium

Model Version Finish Packing Cat. No.
A91.12 TW Lever handle Silver coloured anodized 10 pairs 904.20.521

Aperture part 10 pieces 904.30.521

A91.34 TW Lever handle Silver coloured anodized 10 pairs 904.20.511

Aperture part 10 pieces 904.30.511

A91.38 TW Lever handle Silver coloured anodized 10 pairs 904.20.541

Aperture part 5 pieces 904.30.541

> Material: Aluminium

Used with door handles Finish Packing Cat. No.
Handle rose

Silver coloured anodized 1 or 20 pieces 904.50.321

CB escutcheon
Silver coloured anodized 10 pairs 904.51.251

PC escutcheon
Silver coloured anodized 10 pairs 904.52.251

WC escutcheon
Silver coloured anodized 5 pairs 904.53.251

Dimensional data not binding. We reserve the right to alter specifications without notice.

AH 1.71New products and systems

ah19_int_en_01_071.fm  Page 71  Tuesday, December 4, 2018  2:29 PM



Door Handle Sets for Residential Areas
Aluminium
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Door Handle Sets for Residential AreasAluminiumPlanning and ConstructionIndividual set components: Door knob

Door Handle Sets for Residential AreasMounting accessoriesSquare spindles
→ Convertor spindle 8 mm, M6

Door Handle Sets for Residential AreasMounting accessoriesFixing material
→ Sleeve screw, M4

→ Threaded screw, M4

> Material: Aluminium

Finish Cat. No.
Door knob on rose

Silver coloured anodized 904.70.251

For door thickness Spindle length Cat. No.
mm mm
38–42 80 909.84.380

> Area of application: For handle roses, 
CB escutcheons and PC 
escutcheons

For door thickness Screw length Cat. No.
mm mm
35–40 40 909.93.846
41–45 45 909.97.341
46–50 50 909.97.346

> Area of application: For knob roses and WC 
escutcheons

For door thickness Screw length Cat. No.
mm mm
38–42 45 020.09.711

Dimensional data not binding. We reserve the right to alter specifications without notice.
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Door Handle Sets
Mounting accessories
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Door Handle SetsMounting accessories –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Mounting accessories for half sets
→ For wooden, plastic and metal doors 
For one-sided installation (concealed)

Support cams 
in door leaf

Support cams 
in lock case

Supplied with
1 adapter plate

Order reference
One mounting set is required for each pull 
handle when installed on one side.
Please order screws for M5 insert 
separately.

Screw length 
L = X + Y 

Screw length 
L = X + Y + 5 mm

> Area of application: For fixing half sets 
(inside) in 
combination with 
pull handles 
(outside)

> Material: Stainless steel

Version Cat. No.
Insert M4 with 2 screws 
M4 x 35 mm

909.82.100

Insert M5 without screws 909.82.101

AH 1.73New products and systems
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Pull Handles – Startec
Stainless steel
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Pull Handles – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model PH 2110

Model PH 2111

Model PH 2112

Mounting accessories ﾓAH 1.86

> Material: Stainless steel
> Finish: Satin
> Version: Straight supports

Diameter
mm

Dim. A
mm

Dim. B
mm

Dim. C
mm

Cat. No.

25 325 75 300 903.00.393
375 75 350 903.00.394

30 330 80 300 903.00.443
380 80 350 903.00.444

> Material: Stainless steel
> Finish: Satin
> Version: Inclined supports (60°)

Diameter
mm

Dim. A
mm

Dim. B
mm

Dim. C
mm

Dim. D
mm

Cat. No.

30 330 90 300 76 903.00.453
380 90 350 76 903.00.454

> Material: Stainless steel
> Finish: Satin
> Version: Straight supports

Diameter
mm

Dim. A
mm

Dim. B
mm

Dim. C
mm

Dim. D
mm

Cat. No.

30 330 80 300 85 903.00.463
380 80 350 105 903.00.464

AH 1.74 New products and systems
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Pull Handles – Startec
Stainless steel
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Pull Handles – StartecStainless steelPlanning and ConstructionModel PH 2113

Pull Handles – StartecStainless steelDimensional data not binding. We reserve the right to alter specifications without notice.Model PH 2114

Pull Handles – StartecStainless steelDimensional data not binding. We reserve the right to alter specifications without notice.Model PH 2115

Mounting accessories ﾓAH 1.86

> Material: Stainless steel
> Finish: Satin
> Version: Straight supports

Diameter Dim. A Dim. B Dim. C Cat. No.
mm mm mm mm
30 330 80 300 903.00.853

380 80 350 903.00.863

> Material: Stainless steel
> Finish: Satin
> Version: Straight supports

Diameter Dim. A Dim. B Dim. C Dim. D Cat. No.
mm mm mm mm mm
30 330 80 300 145 903.00.953

380 80 350 145 903.00.963

> Material: Stainless steel
> Finish: Satin
> Version: Straight supports

Diameter Dim. A Dim. B Dim. C Dim. D Cat. No.
mm mm mm mm mm
30 330 80 300 110 903.02.973

380 80 350 145 903.02.983

Dimensional data not binding. We reserve the right to alter specifications without notice.

AH 1.75New products and systems

ah19_int_en_01_075.fm  Page 75  Tuesday, December 4, 2018  2:30 PM



Pull Handles – Startec
Stainless steel
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Pull Handles – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model PH 2116

Model PH 2117

Model PH 2118

Order reference
Please use mounting set for straight supports.

Mounting accessories ﾓAH 1.86

> Material: Stainless steel
> Finish: Satin
> Version: Straight supports

Diameter
mm

Dim. A
mm

Dim. B
mm

Dim. C
mm

Dim. D
mm

Cat. No.

30 330 80 300 165 903.00.253
380 80 350 190 903.00.263

> Material: Stainless steel
> Finish: Satin
> Version: Straight supports

Diameter
mm

Dim. A
mm

Dim. B
mm

Dim. C
mm

Dim. D
mm

Cat. No.

30 330 80 300 225 903.02.953
380 80 350 250 903.02.963

> Material: Stainless steel
> Finish: Satin
> Version: Inclined supports (120°)

Diameter
mm

Dim. A
mm

Dim. B
mm

Dim. C
mm

Dim. D
mm

Cat. No.

30 450 80 300 120 903.00.473
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Pull Handles – Startec
Stainless steel
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Pull Handles – StartecStainless steelPlanning and ConstructionModel PH 2121

Pull Handles – StartecStainless steelPlanning and ConstructionModel PH 2122

Mounting accessories ﾓAH 1.86

> Material: Stainless steel
> Finish: Satin
> Version: Straight supports

Diameter Dim. A Dim. B Dim. C Cat. No.
mm mm mm mm
25 300 75 200 903.00.403

400 75 300 903.00.404
500 75 300 903.00.405
600 75 400 903.00.406
800 75 600 903.00.408
1000 75 800 903.00.410
1200 75 1000 903.00.412
1400 75 1200 903.00.414
1600 75 1400 903.00.416

30 300 80 200 903.00.603
400 80 300 903.00.604
500 80 300 903.00.605
600 80 400 903.00.606
800 80 600 903.00.608
1000 80 800 903.00.610
1200 80 1000 903.00.612
1400 80 1200 903.00.614
1500 80 1300 903.00.615
1600 80 1400 903.00.616
1800 80 1600 903.00.618

> Material: Stainless steel
> Finish: Satin
> Version: Inclined supports (60°)

Diameter Dim. A Dim. B Dim. C Dim. D Cat. No.
mm mm mm mm mm
25 300 75 200 63 903.00.503

400 75 300 63 903.00.504
500 75 300 63 903.00.505
600 75 400 63 903.00.506
800 75 600 63 903.00.508
1000 75 800 63 903.00.510
1200 75 1000 63 903.00.512
1400 75 1200 63 903.00.514
1600 75 1400 63 903.00.516

30 300 80 200 67 903.00.703
400 80 300 67 903.00.704
500 80 300 67 903.00.705
600 80 400 67 903.00.706
800 80 600 67 903.00.708
1000 80 800 67 903.00.710
1200 80 1000 67 903.00.712
1400 80 1200 67 903.00.714
1500 80 1300 67 903.00.715
1600 80 1400 67 903.00.716
1800 80 1600 67 903.00.718

AH 1.77
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Pull Handles – Startec
Stainless steel
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Pull Handles – StartecStainless steelPlanning and ConstructionModel PH 2124

Pull Handles – StartecStainless steelPlanning and ConstructionModel PH 2125

Mounting accessories ﾓAH 1.89

> Material: Stainless steel
> Finish: Satin
> Version: Curved towards the front

Diameter Dim. A Dim. B Dim. C Cat. No.
mm mm mm mm
30 365 75 300 903.00.562

420 75 350 903.00.563
485 75 400 903.00.564
600 75 500 903.00.565
725 75 600 903.00.566
940 80 800 903.00.568
1165 90 1000 903.00.570
1380 95 1200 903.00.572
1585 110 1400 903.00.574
1785 120 1600 903.00.576
1985 130 1800 903.00.578

> Material: Stainless steel
> Finish: Satin
> Version: Laterally curved towards the front

Diameter Dim. A Dim. B Dim. C Dim. D Cat. No.
mm mm mm mm mm
30 355 75 300 95 903.00.582

405 75 350 95 903.00.583
480 75 400 95 903.00.584
590 75 500 95 903.00.585
715 80 600 95 903.00.586
945 85 800 100 903.00.588
1160 90 1000 100 903.00.590
1375 95 1200 115 903.00.592
1575 110 1400 130 903.00.594
1775 120 1600 135 903.00.596
1975 130 1800 150 903.00.598

AH 1.78
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Pull Handles – Startec
Stainless steel
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Pull Handles – StartecStainless steelPlanning and ConstructionModel PH 2126

Pull Handles – StartecStainless steelPlanning and ConstructionModel PH 2127

Note
Door handle with dim. A > 1,200 mm with 3 supports.

Mounting accessories ﾓAH 1.86

B

> Material: Stainless steel
> Finish: Satin
> Version: Straight supports

Cross section
mm

Dim. A
mm

Dim. B
mm

Dim. C
mm

Cat. No.

40 x 10 400 60 200 903.02.682
500 300 903.02.683
600 400 903.02.684
800 600 903.02.685
1000 800 903.02.686
1200 1000 903.02.687
1400 1200 903.02.688
1600 1400 903.02.689
1800 1600 903.02.690

B

> Material: Stainless steel
> Finish: Satin
> Version: Inclined supports (45°)

Cross section
mm

Dim. A
mm

Dim. B
mm

Dim. C
mm

Cat. No.

40 x 10 400 70 200 903.02.692
500 70 300 903.02.693
600 70 400 903.02.694
800 70 600 903.02.695
1000 70 800 903.02.696
1200 70 1000 903.02.697

AH 1.79
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Pull Handles – Startec
Stainless steel
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Pull Handles – StartecStainless steelPlanning and ConstructionModel PH 2128

Pull Handles – StartecStainless steelPlanning and ConstructionModel PH 2129

Mounting accessories ﾓAH 1.89

B

> Material: Stainless steel
> Finish: Satin
> Version: Straight supports

Cross section
mm

Dim. A
mm

Dim. B
mm

Dim. C
mm

Cat. No.

40 x 10 400 50 200 903.02.702
500 55 300 903.02.703
600 60 400 903.02.704
800 70 600 903.02.705

> Material: Stainless steel
> Finish: Satin
> Version: Straight supports

Cross section
mm

Dim. A
mm

Dim. B
mm

Dim. C
mm

Cat. No.

10 x 40 400 80 200 903.02.712
500 80 300 903.02.713
600 80 400 903.02.714
800 80 600 903.02.715

AH 1.80
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Pull Handles – Startec
Stainless steel
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Pull Handles – StartecStainless steelPlanning and ConstructionModel PH 2130

Pull Handles – StartecStainless steelPlanning and ConstructionModel PH 2131

Mounting accessories ﾓAH 1.86

> Material: Stainless steel
> Finish: Satin
> Version: Straight supports

Cross section
mm

Dim. A
mm

Dim. B
mm

Dim. C
mm

Cat. No.

30 x 20 330 70 300 903.02.721
430 70 400 903.02.722
630 70 600 903.02.724
830 70 800 903.02.725

> Material: Stainless steel
> Finish: Satin
> Version: Straight supports

Cross section
mm

Dim. A
mm

Dim. B
mm

Dim. C
mm

Cat. No.

35 x 20 335 70 300 903.02.801
435 70 400 903.02.802
635 70 600 903.02.804
835 70 800 903.02.805

AH 1.81
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Pull Handles – Startec
Stainless steel
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Pull Handles – StartecStainless steelPlanning and ConstructionModel PH 2132

Pull Handles – StartecStainless steelModel PH 2133

Mounting accessories ﾓAH 1.86

> Material: Stainless steel
> Finish: Satin
> Version: Straight supports

Cross section
mm

Dim. A
mm

Dim. B
mm

Dim. C
mm

Cat. No.

30 x 20 400 70 200 903.02.792
500 70 300 903.02.793
600 70 400 903.02.794
800 70 600 903.02.795
1000 70 800 903.02.796
1200 70 1000 903.02.797

> Material: Stainless steel
> Finish: Satin
> Version: Inclined supports (45°)

Cross section
mm

Dim. A
mm

Dim. B
mm

Dim. C
mm

Dim. D
mm

Cat. No.

30 x 20 400 80 200 110 903.02.732
500 80 300 110 903.02.733
600 80 400 110 903.02.734
800 80 600 110 903.02.735
1000 80 800 110 903.02.736
1200 80 1000 110 903.02.737

AH 1.82

Dimensional data not binding. We reserve the right to alter specifications without notice.

New products and systems

ah19_int_en_01_082.fm  Page 82  Tuesday, December 4, 2018  2:31 PM



Pull Handles – Startec
Stainless steel

1

D
G

H
-B

-IN
T 

20
19

, H
D

E-
en

, 1
2/

18
; D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r s
pe

ci
fic

at
io

ns
 w

ith
ou

t n
ot

ic
e.

www.hafele.com

f

upPull Handles – StartecStainless steelPlanning and ConstructionModel PH 2134

Pull Handles – StartecStainless steelModel PH 2135

Mounting accessories ﾓAH 1.86

> Material: Stainless steel
> Finish: Satin
> Version: Straight supports

Cross section
mm

Dim. A
mm

Dim. B
mm

Dim. C
mm

Cat. No.

35 x 20 400 70 200 903.02.782
500 70 300 903.02.783
600 70 400 903.02.784
800 70 600 903.02.785
1000 70 800 903.02.786
1200 70 1000 903.02.787

> Material: Stainless steel
> Finish: Satin
> Version: Inclined supports (45°)

Cross section
mm

Dim. A
mm

Dim. B
mm

Dim. C
mm

Dim. D
mm

Cat. No.

35 x 20 400 80 200 110 903.02.742
500 80 300 110 903.02.743
600 80 400 110 903.02.744
800 80 600 110 903.02.745
1000 80 800 110 903.02.746
1200 80 1000 110 903.02.747

AH 1.83
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Pull Handles – Startec
Stainless steel
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Pull Handles – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model PH 2136
> Material: Stainless steel
> Finish: Satin
> Version: Straight supports

Cross section
mm

Dim. A
mm

Dim. B
mm

Dim. C
mm

Cat. No.

25 x 25 225 65 200 903.03.690
325 65 300 903.03.691
625 65 600 903.03.692
925 65 900 903.03.693
1225 65 1200 903.03.694

Mounting accessories ﾓAH 1.91

AH 1.84 New products and systems

ah19_int_en_01_084.fm  Page 84  Tuesday, December 4, 2018  2:32 PM



Pull Handles
Stainless steel
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DGH-B-INT 2019, HDE-en, 12/18; Pull HandlesStainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model PH 1121

Pull Handles – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model PH 1122

> Material: Stainless steel
> Finish: Satin
> Version: Straight supports

Diameter Dim. A Dim. B Dim. C Cat. No.
mm mm mm mm
30 300 80 200 903.10.003

400 80 300 903.10.004
500 80 300 903.10.005
600 80 400 903.10.006
800 80 600 903.10.008
1000 80 800 903.10.010
1200 80 1000 903.10.012
1400 80 1200 903.10.014
1500 80 1300 903.10.015
1600 80 1400 903.10.016
1800 80 1600 903.10.018

> Material: Stainless steel
> Finish: Satin
> Version: Inclined supports (45°)

Diameter Dim. A Dim. B Dim. C Dim. D Cat. No.
mm mm mm mm mm
30 300 85 200 100 903.10.033

400 85 300 100 903.10.034
500 85 300 100 903.10.035
600 85 400 100 903.10.036
800 85 600 100 903.10.038
1000 85 800 100 903.10.040
1200 85 1000 100 903.10.042
1400 85 1200 100 903.10.044
1500 85 1300 100 903.10.045
1600 85 1400 100 903.10.046
1800 85 1600 100 903.10.048

Mounting accessories ﾓAH 1.92

AH 1.85New products and systems
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Pull Handles – Startec
Mounting accessories
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Pull Handles – StartecMounting accessoriesPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Mounting set

→ For glass doors
For installation in pairs

→ For glass doors
For one-sided installation (visible)

> Area of application: For Startec door handles, model PH 2110 , 2111, 2112, 2113, 2114, 2115, 2116, 2117, 2118, 2121, 2122, 2126, 2127, 
2130, 2131, 2132, 2133, 2134, 2135

Order reference
Two mounting sets are required for each pair of door handles when 
installed in pairs.

For straight supports For inclined supports

! threaded bolt, M6
" washer
§ screw, M12
$ sheath

Order reference
Two mounting sets are required for each door handle when installed 
on one side.

For straight supports For inclined supports

! blank escutcheon (stainless steel) q 30 mm
" screw, M12
§ sheath

> Door drilling q 16 mm

For glass thickness
mm

Cat. No.

For straight supports
8–12 909.03.900
For inclined supports (60°)
8 909.03.901
10 909.03.940
12 909.03.941
For inclined supports (45°)
8 909.04.855
10 909.04.856
12 909.04.857

> Door drilling q 16 mm

For glass thickness
mm

Cat. No.

For straight supports
8–12 909.03.902
For inclined supports (60°)
8 909.03.950
10 909.03.951
12 909.03.952
For inclined supports (45°)
8 909.04.858
10 909.04.859
12 909.04.860
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Pull Handles – StartecMounting accessoriesPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

→ For wooden doors
For one-sided installation (concealed) with screw-in sleeve

→ For wooden doors
For one-sided installation (concealed) with wood to metal dowel

→ For wooden, plastic and metal doors
For installation in pairs

Order reference
Two mounting sets are required for each door handle when installed 
on one side.

For straight supports For inclined supports

! screw-in sleeve
" screw, M10
§ washer
$ threaded bolt, M6

Order reference
Two mounting sets are required for each door handle when installed 
on one side.

For straight supports For inclined supports

! thread, DIN 7998
" washer
$ threaded bolt, M6

Order reference
Two mounting sets are required for each pair of door handles when 
installed in pairs.

For straight supports For inclined supports

! threaded bolt, M6
" washer
§ screw, M12

! threaded bolt, M6
" washer
§ spacer sleeve q11 mm

> Door drilling q 13.5 mm

For door thickness
mm

Cat. No.

For straight supports
>30 909.03.910
For inclined supports (60°)
>30 909.03.911
For inclined supports (45°)
>30 909.04.861

For door thickness
mm

Cat. No.

For straight supports
40–62 909.03.920
>62 909.03.930
For inclined supports (60°)
– 909.03.921
For inclined supports (45°)
– 909.04.862

> Door drilling q 12.5 mm

For door thickness
mm

Cat. No.

For straight supports
38–42 909.03.870
43–47 909.03.871
48–52 909.03.872
53–57 909.03.873
58–62 909.03.874
63–67 909.03.875
68–72 909.03.876
For inclined supports (60°)
35–50 909.03.150
45–70 909.03.160
60–85 909.03.170
For inclined supports (45°)
35–50 909.04.863
45–70 909.04.864
60–85 909.04.865
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Pull Handles – StartecMounting accessoriesPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

→ For wooden, plastic and metal doors
For one-sided installation (visible)

→ For wooden, plastic and metal doors
For one-sided installation (concealed)

Order reference
Two mounting sets are required for each door handle when installed 
on one side.

For straight supports For inclined supports

! washer
" blank escutcheon 

 (stainless steel) q 30 mm
§ screw, M12
$ threaded bolt, M6

! washer
" blank escutcheon 

(stainless steel) q 30 mm
§ spacer sleeve q11 mm
$ threaded bolt, M6

Order reference
Two mounting sets are required for each door handle when installed 
on one side.

For straight supports For inclined supports

! threaded bolt, M6
" washer

> Door drilling q 12.5 mm

For door thickness
mm

Cat. No.

For straight supports
40–44 909.03.880
45–49 909.03.881
50–54 909.03.882
55–59 909.03.883
60–64 909.03.884
65–69 909.03.885
For inclined supports (60°)
35–50 909.03.830
45–70 909.03.836
55–85 909.03.835
For inclined supports (45°)
35–50 909.04.866
45–70 909.04.867
55–85 909.04.868

> Thread q: 11.8 mm
> Version: With self-tapping thread
> Door drilling q 10 mm

Screw length
mm

Cat. No.

For straight supports
28 909.04.800
48 909.04.801
For inclined supports (60°)
28 909.04.810
For inclined supports (45°)
28 909.04.869
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Pull Handles – StartecMounting accessoriesPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Mounting set

→ For glass doors
For installation in pairs

→ For glass doors
For one-sided installation (visible)

→ For wooden doors
For one-sided installation (concealed) with screw-in sleeve

→ For wooden doors
For one-sided installation (concealed) with wood to metal dowel

> Area of application: For Startec door handles, model PH 2124, 2125, 2128, 2129

Order reference
Two mounting sets are required for each pair of door handles when 
installed in pairs.

! sheath
" drill hole q16 mm
§ screw, M8
$ threaded bolt, M6
% washer

Order reference
Two mounting sets are required for each door handle when installed on 
one side.

! blank escutcheon 
q30 mm

" sheath
§ drill hole q16 mm
$ screw, M8
% threaded bolt, M6
& washer

Order reference
Two mounting sets are required for each door handle when installed on 
one side.

! screw-in sleeve
" screw, M10
§ drill hole q13.5 mm
$ washer
% threaded bolt, M6

Order reference
Two mounting sets are required for each door handle when installed on 
one side.

! thread, DIN 7998
" threaded bolt, M6
§ washer

> Door drilling q 16 mm

For door thickness
mm

Cat. No.

8 909.04.845
10 909.04.846
12 909.04.847

> Door drilling q 16 mm

For door thickness
mm

Cat. No.

8 909.04.840
10 909.04.841
12 909.04.842

> Door drilling q 13.5 mm

Cat. No.
Mounting set 909.04.850

Cat. No.
Mounting set 909.04.851
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Pull Handles – StartecMounting accessoriesPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

→ For wooden, plastic and metal doors
For installation in pairs

 

→ For wooden, plastic and metal doors
For one-sided installation (visible)

 

→ For wooden, plastic and metal doors
For one-sided installation (concealed)

Order reference
Two mounting sets are required for each pair of door handles when 
installed in pairs.

! spacer sleeve
" drill hole q12 mm
§ screw, M8
$ threaded bolt, M6
% washer

Order reference
Two mounting sets are required for each pull handle when installed on 
one side.

! blank escutcheon 
q 30 mm

" screw, M8
§ drill hole q 12 mm
$ spacer sleeve
% threaded bolt, M6
& washer

Order reference
Two mounting sets are required for each pull handle when installed on 
one side.

! thread q 11.8 mm
" drill hole q 10 mm
$ threaded bolt, M6
$ washer

> Door drilling q 12 mm

For door thickness Cat. No.
mm
35–50 909.04.853
45–70 909.04.848
60–85 909.04.849

> Door drilling q 12 mm

For door thickness Cat. No.
mm
35–50 909.04.854
45–70 909.04.843
55–85 909.04.844

> Thread q: 11.8 mm
> Version: With self-tapping thread
> Door drilling q 10 mm

Cat. No.
Mounting set 909.04.852
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Door HandlesMounting accessoriesPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Mounting set

→ For glass doors 
For installation in pairs

For one-sided installation (visible) with cover rose

→ For wooden doors 
For installation in pairs

For one-sided installation (visible) with cover rose

> Area of application: For Startec model PH 2136 door handle

Order reference
Two mounting sets are required for each pair of door handles when 
installed in pairs.

! Drill hole q 13 mm
" Threaded bolt, M8
§ Sheath
$ Washer
% Grub screw, M6

! Drill hole q 13 mm
" Threaded bolt, M8
§ Sheath
$ Washer
% Grub screw, M6
& Cover rose q 25 mm

Order reference
One mounting set is required for each pull handle when installed on one 
side.

Order reference
Two mounting sets are required for each pair of door handles when 
installed in pairs.

! Drill hole q 13 mm
" Threaded bolt, M8
$ Washer
% Grub screw, M6

! Drill hole q 13 mm
" Threaded bolt, M8
$ Washer
% Grub screw, M6
& Cover rosette q 25 mm

Order reference
One mounting set is required for each pull handle when installed on one 
side.

> Door drilling q 13 mm

For door thickness
mm

Cat. No.

8–12 909.09.733

> Door drilling q 13 mm

For door thickness
mm

Cat. No.

8–12 909.09.730

> Door drilling q 13 mm

For door thickness
mm

Cat. No.

38–55 909.09.727
55–80 909.09.728

> Door drilling q 13 mm

For door thickness
mm

Cat. No.

38–55 909.09.723
55–80 909.09.724

24.06.2019
ID 2124
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Pull HandlesMounting accessoriesPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Mounting set

→ For glass doors 
For installation in pairs

For one-sided installation (visible) with cover rose

→ For wooden doors 
For installation in pairs

For one-sided installation (concealed) with wood to metal dowel

> Area of application: For door handles, model PH 1121 and PH 1122

! washer
" threaded bolt, M8
§ sheath
$ threaded bolt, M6

Order reference
Two mounting sets are required for each pair 
of door handles when installed in pairs.

For straight supports For inclined supports

! washer
" screw, M8
§ sheath
$ threaded bolt, M6
% cover rose

Order reference
Two mounting sets are required for each 
door handle when installed on one side.

For straight supports For inclined supports

! washer
" threaded bolt, M8
§ threaded sleeve, M8
$ threaded bolt, M6

Order reference
Two mounting sets are required for each pair 
of door handles when installed in pairs.

For straight supports For inclined supports

! washer
" wood to metal dowel
§ threaded bolt, M6

Order reference
Two mounting sets are required for each 
door handle when installed on one side.

For straight supports For inclined supports

> Door drilling q 12.5 mm

For glass thickness Cat. No.
mm
For straight supports
8–12 909.04.884
For inclined supports (45°)
8–12 909.04.885

> Door drilling q 12.5 mm

For glass thickness Cat. No.
mm
For straight supports
8–12 909.04.886
For inclined supports (45°)
8–12 909.04.887

> Door drilling q 11.5 mm

For door thickness Cat. No.
mm
For straight supports
35–50 909.04.878
45–70 909.04.880
60–85 909.04.882
For inclined supports (45°)
35–50 909.04.879
45–70 909.04.881
60–85 909.04.883

> Door drilling q 6 mm

Version Cat. No.
For straight supports 909.04.876
For inclined supports (45 °) 909.04.877
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Pull HandlesMounting accessoriesPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

→ For wooden doors 
For one-sided installation (concealed) with screw-in sleeve

→ For metal and plastic doors 
For one-sided installation (concealed) with M8 rivet nut (provided on site)

For one-sided installation (concealed) with self-tapping special screw

! washer
" screw-in sleeve
§ screw, M8
$ threaded bolt, M6

Order reference
Two mounting sets are required for each 
door handle when installed on one side.For straight supports For inclined supports

! washer
" rivet nut, M8, 

provided on site
§ screw, M8
$ threaded bolt, M6

Order reference
Two mounting sets are required for each 
door handle when installed on one side.

For straight supports For inclined supports

! washer
" screw, M8, 

with self-tapping thread
§ threaded bolt, M6

Order reference
Two mounting sets are required for each 
door handle when installed on one side.

For straight supports For inclined supports

> Door drilling q 11.5 mm

Version Cat. No.
For straight supports 909.04.874
For inclined supports (45 °) 909.04.875

> Door drilling q 11 mm

Version Cat. No.
For straight supports 909.04.870
For inclined supports (45 °) 909.04.871

> Door drilling q 7 mm

Version Cat. No.
For straight supports 909.04.872
For inclined supports (45 °) 909.04.873
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Handles for Wooden Doors – Startec
Stainless steel

www.hafele.com

Handles for Wooden Doors – StartecStainless steelPlanning and ConstructionModel PH 2142

Supplied with
1 spindle part with thread
1 mounting set

Handles for Wooden doors – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Mounting set model PH 2142 
For other door thicknesses

Handles for Wooden doors – StartecStainless steelPlanning and ConstructionModel PH 2143

Supplied with
1 spindle part with thread
1 mounting set

Door HandlesHandles for Wooden doors – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Mounting set model PH 2143 
For other door thicknesses

> Material: Stainless steel
> Finish: Satin
> Installation: On one side, 

for through-hole fixing with screw
> For door thickness: 27–47 mm
> Drill hole q: Door drilling 8 mm

Diameter Dim. A Dim. C Cat. No.
mm mm mm
19 244 225 903.03.162

319 300 903.03.163

> Installation: On one side, 
for through-hole fixing with screw

> Drill hole q: Door drilling 8 mm

For door thickness Dimensions Cat. No.
mm mm
7–27 M6 x 40 909.00.320
47–67 M6 x 80 909.00.322
67–87 M6 x 100 909.00.323

> Material: Stainless steel
> Finish: Satin
> Installation: On one side, 

for through-hole fixing with screw
> For door thickness: 8–47 mm
> Drill hole q: Door drilling 8 mm

Cross section Dim. A Dim. C Cat. No.
mm mm mm
30 x 15 465 450 903.03.264

615 600 903.03.266

> Installation: On one side, 
for through-hole fixing with screw

> Drill hole q: Door drilling 8 mm

For door thickness Dimensions Cat. No.
mm mm
33–77 M6 x 90 909.00.331

AH 1.94

Dimensional data not binding. We reserve the right to alter specifications without notice.
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www.hafele.com

Handles for Wooden Doors – StartecStainless steelPlanning and ConstructionModel PH 2142

Supplied with
1 aperture part without thread
1 mounting set

Handles for Wooden doors – StartecStainless steelPlanning and ConstructionModel PH 2143

Supplied with
1 aperture part without thread
1 mounting set

Door HandlesHandles for Wooden doors – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Mounting set model PH 2142, 2143 
For other door thicknesses

> Material: Stainless steel
> Finish: Satin
> Installation: On one side, concealed screws
> For door thickness: 30–65 mm

Diameter Dim. A Dim. C Cat. No.
mm mm mm
19.0 244 225 903.03.172

319 300 903.03.173

> Material: Stainless steel
> Finish: Satin
> Installation: On one side, concealed screws
> For door thickness: 30–65 mm

Cross section Dim. A Dim. C Cat. No.
mm mm mm
30 x 15 480 450 903.03.274

630 600 903.03.276

> Installation: On one side, concealed screws

For door thickness Dimensions Cat. No.
mm mm
65–87 5 x 45 909.00.341

AH 1.95

Dimensional data not binding. We reserve the right to alter specifications without notice.
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Handles for Wooden Doors – Startec
Stainless steel

www.hafele.com

Handles for Wooden Doors – StartecStainless steelPlanning and ConstructionModel PH 2142

Supplied with
1 spindle part with thread
1 aperture part without thread
1 mounting set

Door HandlesHandles for Wooden doors – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

Mounting set model PH 2142 
For other door thicknesses

Door HandlesHandles for Wooden doors – StartecStainless steelPlanning and ConstructionModel PH 2143

Supplied with
1 spindle part with thread
1 aperture part without thread
1 mounting set

Door HandlesHandles for Wooden doors – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.

Mounting set model PH 2143 
For other door thicknesses

> Material: Stainless steel
> Finish: Satin
> Installation: In pairs
> For door thickness: 44–64 mm
> Drill hole q: Door drilling 8 mm

Diameter Dim. A Dim. C Cat. No.
mm mm mm
19 244 225 903.03.152

319 300 903.03.153

> Installation: In pairs
> Drill hole q: Door drilling 8 mm

For door thickness Dimensions Cat. No.
mm mm
8–24 M6 x 50 909.00.300
24–44 M6 x 70 909.00.301
64–84 M6 x 110 909.00.303

> Material: Stainless steel
> Finish: Satin
> Installation: In pairs
> For door thickness: 30–75 mm
> Drill hole q: Door drilling 8 mm

Cross section Dim. A Dim. C Cat. No.
mm mm mm
30 x 15 465 450 903.03.254

615 600 903.03.256

> Installation: In pairs
> Drill hole q: Door drilling 8 mm

For door thickness Dimensions Cat. No.
mm mm
8–25 M6 x 50 909.00.310

Dimensional data not binding. We reserve the right to alter specifications without notice.

30.01.2019
ID 2249
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Handles for Wooden Doors – StartecStainless steelPlanning and ConstructionModel PH 2144

Supplied with
1 spindle part with thread
1 mounting set

Handles for Wooden doors – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Mounting set model PH 2144 
For other door thicknesses

Handles for Wooden doors – StartecStainless steelPlanning and ConstructionModel PH 2145

Supplied with
1 spindle part with thread
1 mounting set

Door HandlesHandles for Wooden doors – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Mounting set model PH 2145 
For other door thicknesses

> Material: Stainless steel
> Finish: Satin
> Installation: On one side, 

for through-hole fixing with screw
> For door thickness: 40–57 mm
> Drill hole q: Door drilling 10 mm

Cross section Dim. A Dim. C Cat. No.
mm mm mm
40 x 20 450 300 903.03.463

600 450 903.03.464

> Installation: On one side, 
for through-hole fixing with screw

> Drill hole q: Door drilling 10 mm

For door thickness Dimensions Cat. No.
mm mm
8–27 M8 x 40 909.00.380
25–42 M8 x 55 909.00.381
55–72 M8 x 85 909.00.383
60–77 M8 x 90 909.00.384

> Material: Stainless steel
> Finish: Satin
> Installation: On one side, 

for through-hole fixing with screw
> For door thickness: 40–57 mm
> Drill hole q: Door drilling 10 mm

Cross section Dim. A Dim. C Cat. No.
mm mm mm
40 x 10 450 300 903.03.563

600 450 903.03.564

> Installation: On one side, 
for through-hole fixing with screw

> Drill hole q: Door drilling 10 mm

For door thickness Dimensions Cat. No.
mm mm
8–27 M8 x 40 909.00.390
25–42 M8 x 55 909.00.391
55–72 M8 x 85 909.00.393
60–77 M8 x 90 909.00.394

AH 1.97

Dimensional data not binding. We reserve the right to alter specifications without notice.
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Handles for Wooden Doors – Startec
Stainless steel

www.hafele.com

Handles for Wooden Doors – StartecStainless steelPlanning and ConstructionModel PH 2144

Supplied with
1 aperture part without thread
1 mounting set

Handles for Wooden Doors – StartecStainless steelPlanning and ConstructionModel PH 2145

Supplied with
1 aperture part without thread
1 mounting set

Handles for Wooden Doors – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Mounting set model PH 2144, 2145 
For other door thicknesses

> Material: Stainless steel
> Finish: Satin
> Installation: On one side, concealed screws
> For door thickness: 30–65 mm

Cross section Dim. A Dim. C Cat. No.
mm mm mm
40 x 20 450 300 903.03.473

600 450 903.03.474

> Material: Stainless steel
> Finish: Satin
> Installation: On one side, concealed screws
> For door thickness: 30–65 mm

Cross section Dim. A Dim. C Cat. No.
mm mm mm
40 x 10 450 300 903.03.573

600 450 903.03.574

> Installation: On one side, concealed screws

For door thickness Dimensions Cat. No.
mm mm
65–87 6 x 45 909.00.401

AH 1.98

Dimensional data not binding. We reserve the right to alter specifications without notice.
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www.hafele.com

Handles for Wooden Doors – StartecStainless steelPlanning and ConstructionModel PH 2144

Supplied with
1 spindle part with thread
1 aperture part without thread
1 mounting set

Handles for Wooden doors – StartecStainless steelPlanning and ConstructionMounting set model PH 2144 
For other door thicknesses

Door HandlesHandles for Wooden doors – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model PH 2145

Supplied with
1 spindle part with thread
1 aperture part without thread
1 mounting set

Door HandlesHandles for Wooden doors – StartecStainless steelPlanning and ConstructionMounting set model PH 2145
For other door thicknesses

> Material: Stainless steel
> Finish: Satin
> Installation: In pairs
> For door thickness: 37–54 mm
> Drill hole q: Door drilling 10 mm

Cross section Dim. A Dim. C Cat. No.
mm mm mm
40 x 20 450 300 903.03.453

600 450 903.03.454

> Installation: In pairs
> Drill hole q: Door drilling 10 mm

For door thickness Dimensions Cat. No.
mm mm
7–24 M8 x 50 909.00.360
22–39 M8 x 65 909.00.361
52–69 M8 x 95 909.00.363
67–84 M8 x 110 909.00.364

> Material: Stainless steel
> Finish: Satin
> Installation: In pairs
> For door thickness: 37–54 mm
> Drill hole q: Door drilling 10 mm

Cross section Dim. A Dim. C Cat. No.
mm mm mm
40 x 10 450 300 903.03.553

600 450 903.03.554

> Installation: In pairs
> Drill hole q: Door drilling 10 mm

For door thickness Dimensions Cat. No.
mm mm
7–24 M8 x 50 909.00.370
22–39 M8 x 65 909.00.371
52–69 M8 x 95 909.00.373
67–84 M8 x 110 909.00.374

Dimensional data not binding. We reserve the right to alter specifications without notice.

AH 1.99New products and systems

ah19_int_en_01_099.fm  Page 99  Tuesday, December 4, 2018  2:33 PM



D
G

H
-B

-IN
T 

20
19

, H
D

E-
en

, 1
2/

18
; D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r s
pe

ci
fic

at
io

ns
 w

ith
ou

t n
ot

ic
e.

1

g

Handles for Glass Doors – Startec
Stainless steel

www.hafele.com

Handles for Glass Doors – StartecStainless steelPlanning and ConstructionModel PH 2144

Supplied with
1 spindle part with thread
1 mounting set with blank escutcheon

Handles for Glass doors – StartecStainless steelPlanning and ConstructionModel PH 2145

Supplied with
1 spindle part with thread
1 mounting set with blank escutcheon

Door HandlesPull Handles – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Cylinder pull

Supplied with
1 cylinder pull
Fixing material for door thickness >28 mm

> Material: Stainless steel
> Finish: Satin
> Installation: On one side, visible
> For door thickness: 8–15 mm
> Drill hole q: Door drilling 14 mm

Cross section Dim. A Dim. C Cat. No.
mm mm mm
40 x 20 450 300 903.03.493

600 450 903.03.494

> Material: Stainless steel
> Finish: Satin
> Installation: On one side, visible
> For door thickness: 8–15 mm
> Drill hole q: Door drilling 14 mm

Cross section Dim. A Dim. C Cat. No.
mm mm mm
40 x 10 450 300 903.03.593

600 450 903.03.594

Version Cat. No.
With PC aperture 902.52.846

AH 1.100
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www.hafele.com

Handles for Glass Doors – StartecStainless steelPlanning and ConstructionModel PH 2142

Supplied with
1 spindle part with thread
1 mounting set with blank escutcheon

 Handles for Glass doors – StartecStainless steelPlanning and ConstructionModel PH 2142

Supplied with
1 spindle part with thread
1 aperture part without thread
1 mounting set

Handles for Glass doors – StartecStainless steelPlanning and ConstructionModel PH 2144

Supplied with
1 spindle part with thread
1 aperture part without thread
1 mounting set

> Material: Stainless steel
> Finish: Satin
> Installation: On one side, visible
> For door thickness: 8–15 mm
> Drill hole q: Door drilling 12 mm

Diameter Dim. A Dim. C Cat. No.
mm mm mm
19 244 225 903.03.192

319 300 903.03.193

> Material: Stainless steel
> Finish: Satin
> Installation: In pairs
> For door thickness: 8–15 mm
> Drill hole Ø: Door drilling 14 mm

Diameter Dim. A Dim. C Cat. No.
mm mm mm
19.0 244 225 903.03.182

319 300 903.03.183

> Material: Stainless steel
> Finish: Satin
> Installation: In pairs
> For door thickness: 8–15 mm
> Drill hole q: Door drilling 14 mm

Cross section Dim. A Dim. C Cat. No.
mm mm mm
40 x 20 450 300 903.03.483

600 450 903.03.484

Dimensional data not binding. We reserve the right to alter specifications without notice.

AH 1.101New products and systems

ah19_int_en_01_101.fm  Page 101  Tuesday, December 4, 2018  2:35 PM



D
G

H
-B

-IN
T 

20
19

, H
D

E-
en

, 1
2/

18
; D

im
en

si
on

al
 d

at
a 

no
t b

in
di

ng
. W

e 
re

se
rv

e 
th

e 
rig

ht
 to

 a
lte

r s
pe

ci
fic

at
io

ns
 w

ith
ou

t n
ot

ic
e.

1

f

Handles for Glass Doors – Startec
Stainless steel

www.hafele.com

Handles for Glass Doors – StartecStainless steelPlanning and ConstructionModel PH 2145

Supplied with
1 spindle part with thread
1 aperture part without thread
1 mounting set

Supplied with
1 spindle part with thread
1 aperture part without thread
1 mounting set for wood and glass
Threaded bolt M8x40 mm, M8x80 mm and rubber layer for glass

> Material: Stainless steel
> Finish: Satin
> Installation: In pairs
> For door thickness: 8–15 mm
> Drill hole q: Door drilling 14 mm

Cross 
section
mm

Dim. A
mm

Dim. C
mm

Cat. No.

40 x 10 450 300 903.03.583
600 450 903.03.584

> Material: Stainless steel
> Installation: In pairs
> For door thickness: 8–50 mm
> Drill hole q: Glass drilling 13 mm, 

wood drilling 8.5 mm

Cross 
section
mm

Satin Brass coloured, 
PVD coated

Graphite black, 
PVD coated

25 x 25 903.00.980 903.00.988 903.00.983

Dimensional data not binding. We reserve the right to alter specifications without notice.
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www.hafele.com

Handles for Glass Doors – StartecStainless steelPlanning and Construction

Supplied with
1 spindle part with thread
1 aperture part without thread
1 mounting set for wood and glass
Threaded bolt M8x40 mm, M8x80 mm and rubber layer for glass

> Material: Stainless steel
> Installation: In pairs
> For door thickness: 8–50 mm
> Drill hole q: Glass drilling 13 mm,

wood drilling 8.5 mm

Cross 
section

Satin Brass coloured, 
PVD coated

Graphite black, 
PVD coated

mm
q 25 903.06.030 903.06.038 903.06.033

Dimensional data not binding. We reserve the right to alter specifications without notice.
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f

Window Handles – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model WH 2171

Window Handles – Stainless SteelWindow Handles – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model WH 2172

Window Handles – Stainless SteelWindow Handles – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model WH 2170

Supplied with
1 window handle 
2 threaded screws M5 x 40 mm
1 square spindle 7 x 70 mm (35 mm protruding)

Supplied with
1 window handle 
2 threaded screws M5 x 40 mm
1 square spindle 7 x 70 mm (35 mm protruding)

Supplied with
1 window handle 
2 threaded screws M5 x 40 mm
1 square spindle 7 x 70 mm (35 mm protruding)

Door handle sets for projects ﾓAH 1.46

> Material: Stainless steel
> Version: 90° ball catch mechanism for tilt and turn 

windows, pivot-fitted

Model series Satin Polished Brass coloured, 
PVD coated

Model WH 2171 972.30.380 972.30.381 972.30.384

> Material: Stainless steel
> Version: 90° ball catch mechanism for tilt and turn 

windows, pivot-fitted

Model series Satin Polished Brass coloured, 
PVD coated

Model WH 2172 972.30.390 972.30.391 972.30.394

> Material: Stainless steel
> Version: 90° ball catch mechanism for tilt and turn 

windows, pivot-fitted

Model series Satin Polished Brass coloured, 
PVD coated

Model WH 2170 972.30.370 972.30.371 972.30.374

Dimensional data not binding. We reserve the right to alter specifications without notice.
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f

Window Handles – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model WH 2189

Window Handles – Stainless SteelWindow Handles – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model WH 2110

Supplied with
1 window handle 
2 threaded screws M5 x 40 mm
1 square spindle 7 x 70 mm (35 mm protruding)

Supplied with
1 window handle 
2 threaded screws M5 x 40 mm
1 square spindle 7 x 70 mm (35 mm protruding)

Door handle sets for residential areas ﾓAH 1.12

> Material: Stainless steel
> Version: 90° ball catch mechanism for tilt and turn 

windows, pivot-fitted

Model series Satin Polished Brass coloured, 
PVD coated

Model WH 2189 972.30.400 972.30.401 972.30.404

> Material: Stainless steel
> Version: 90° ball catch mechanism for tilt and turn 

windows, pivot-fitted

Model 
series

Satin Polished Brass 
coloured, 
PVD coated

Bronze 
coloured, 
PVD coated

Model 
WH 
2110

972.30.360 972.30.361 972.30.364 972.30.368

Dimensional data not binding. We reserve the right to alter specifications without notice.
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Window Handles – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model PWH 4102

Window Handles – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model PWH 4103

Window Handles – Stainless SteelWindow Handles – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model PWH 4104

Supplied with
1 window handle
2 threaded screws M5 x 45 mm
2 square spindles 7 mm, 24/32 supplied separately and 36/42   
 protruding

> Material: Stainless steel
> Version: 4-position 90° ball catch mechanism for 

tilt and turn windows, 
pivot-fitted ball bearing, 
with 7 mm square spindle

Finish Cat. No.
Satin 972.30.066

Supplied with
1 window handle
2 threaded screws M5 x 45 mm
2 square spindles 7 mm, 24/32 supplied separately and 36/42   
 protruding

> Material: Stainless steel
> Version: 4-position 90° ball catch mechanism for 

tilt and turn windows, 
pivot-fitted ball bearing, 
with 7 mm square spindle

Finish Cat. No.
Satin 972.30.068
Black, similar to RAL 9004, PVD coated 972.30.132

Supplied with
1 window handle
2 threaded screws M5 x 45 mm
2 square spindles 7 mm, 24/32 supplied separately and 36/42   
 protruding

> Material: Stainless steel
> Version: 4-position 90° ball catch mechanism for 

tilt and turn windows, 
pivot-fitted ball bearing, 
with 7 mm square spindle

Finish Cat. No.
Satin 972.30.070

02.03.2020
ID 2284
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Window Handles – Stainless SteelWindow Handles – StartecStainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model PWH 4102 (100 Nm)

Window Handles – Stainless SteelWindow Handles – StartecStainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model PWH 4103 (100 Nm)

Window Handles – Stainless SteelWindow Handles – StartecStainless steel –  / Planning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model PWH 4104 (100 Nm)

Supplied with
1 window handle
2 threaded screws M5 x 50 mm
2 square spindles 7 mm, 24/32 supplied separately and 36/42 protruding
2 keys

Supplied with
1 window handle
2 threaded screws M5 x 50 mm
2 square spindles 7 mm, 24/32 supplied separately and 36/42 protruding
2 keys

Supplied with
1 window handle
2 threaded screws M5 x 50 mm
2 square spindles 7 mm, 24/32 supplied separately and 36/42 protruding
2 keys

> Material: Stainless steel
> Version: 4-position 90° ball catch mechanism for tilt and turn 

windows, pivot-fitted ball bearing, lockable, 
with 7 mm square spindle

> Standard: Tested to DIN EN 13126-3:2011
> Class: 2 5/180 – 0 1 3 2/3 3/C1 –

Finish Cat. No.
Satin 972.40.072

> Material: Stainless steel
> Version: 4-position 90° ball catch mechanism for tilt and turn 

windows, pivot-fitted ball bearing, lockable, 
with 7 mm square spindle

> Standard: Tested to DIN EN 13126-3:2011
> Class: 2 5/180 – 0 1 3 2/3 3/C1 –

Finish Cat. No.
Satin 972.40.074

> Material: Stainless steel
> Version: 4-position 90° ball catch mechanism for tilt and turn 

windows, pivot-fitted ball bearing, lockable, 
with 7 mm square spindle

> Standard: Tested to
 DIN EN 13126-3:2011

> Class: 2 5/180 – 0 1 3 2/3 3/C1 –

Finish Cat. No.
Satin 972.40.076

02.03.2020
ID 2284
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Window Handles – StartecStainless steelPlanning and ConstructionDimensional data not binding. We reserve the right to alter specifications without notice.Model PWH 4102 TBT

Model PWH 4103 TBT

Model PWH 4104 TBT

Supplied with
1 window handle
1 square spindle 7 mm, protruding 35 mm
1 key

Supplied with
1 window handle
1 square spindle 7 mm, protruding 35 mm
1 key

Supplied with
1 window handle
1 square spindle 7 mm, protruding 35 mm
1 key

> Version: 4-position 90° ball catch mechanism for 
tilt and turn windows, 
with TBT function, 
pivot-fitted ball-bearing, lockable,
with square spindle 7 mm

Material Finish Cat. No.
Stainless steel Satin 972.40.000
Aluminium Silver coloured 974.40.061

> Version: 4-position 90° ball catch mechanism for 
tilt and turn windows, 
with TBT function, 
pivot-fitted ball-bearing, lockable,
with square spindle 7 mm

Material Finish Cat. No.
Stainless Steel Satin 972.40.002
Aluminium Silver coloured 974.40.071

> Version: 4-position 90° ball catch mechanism for 
tilt and turn windows, 
with TBT function, 
pivot-fitted ball-bearing, lockable,
with square spindle 7 mm

Material Finish Cat. No.
Stainless Steel Satin 972.40.004
Aluminium Silver coloured 974.40.081
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